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Abstract of the contribution: Proposes N2 based Handover procedure.
Discussion
From 23.799 TR clause 8.3 it is agreed:
“Agreements for connected mode mobility and assignment of CP and UP network functions as follows:

1.
Handover procedure should apply for following scenarios:

1)
Intra NG RAN node.

2)
Inter NG RAN node with Xn interface.

3)
Intra AMF, Intra SMF, Inter NG RAN node without Xn interface.

4)
Intra AMF, Inter SMF, Inter NG RAN node without Xn interface.

5)
Inter AMF, Inter and Intra SMF, Inter NG RAN node without Xn interface.”

The contribution addresses bullet 3) Intra AMF, Intra SMF, Inter NG RAN node without Xn interface.
Assumptions and open issues

· Direct and indirect data forwarding are FFS.
· SMF and UPF interaction is FFS
· PDU status for the PDU sessions
Changes done 2713->2816:

· Changed procedure to "inter NG-RAN node"

· Removed "intra-SMF"
· Removed "SMF CP info " as it is agreed to keep it open how addressing on N11 CP is to done
· Removed usage of " AMF CP info "
· Removed usage of MM N1 info in Handover request
Proposal

The following changes to the TS 23.502 are proposed. 
***** First Change *****
4.9.X
Inter NG-RAN node handover without Xn interface
4.9.x.1
General

This clause includes details regarding the inter NG-RAN node handover without Xn interface.
Editor’s note: The interactions towards the UPF is FFS and it is also FFS whether there is a need for two separate information flows to address the scenarios of with and without UPF relocation.
The source RAN decides to initiate an N2-based handover to the target RAN. This can be triggered, for example, due to new radio conditions or load balancing, if there is no Xn connectivity to the target RAN, an error indication from the target RAN after an unsuccessful Xn-based handover, or based on dynamic information learnt by the S-RAN.
4.9.x.2
Intra AMF, inter NG-RAN node handover without Xn interface
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Figure 4.9.x.2-1: Intra AMF, inter NG-RAN node handover without Xn interface 
Editor’s note: Details of Data forwarding are not shown in the Figure above and are FFS.
1.
S-RAN to AMF: Handover Required (Target ID, Source to Target transparent container, PDU session IDs).
Source to Target transparent container includes RAN information created by S-RAN to be used by T-RAN, and is transparent to 5GCN.

All PDU sessions handled by S-RAN (i.e. all existing PDU sessions with active UP connections) shall be included in the Handover Required message, indicating which of those PDU session(s) are requested by S-RAN to handover.
2.
AMF to SMF: PDU Handover Request (PDU session ID, Target ID).
This message is sent for each PDU-session indicated, by S-RAN, as an N2 Handover candidate.

PDU session ID indicates a PDU session candidate for N2 Handover.
3.
SMF to AMF: PDU Handover Response (PDU session ID, SM N2 info).
SMF selects a UPF that supports N3 connectivity towards the Target RAN node. 

Editor’s note: The details of SMF and UPF interaction is FFS.

SMF checks if N2 Handover for the indicated PDU session can be accepted and includes the result in SM N2 info sent, transparently for the AMF, to the T-RAN. If N2 handover for the PDU session is accepted the SM N2 info also includes PDU session ID, N3 UP address and Tunnel ID of UPF, and QoS parameters.

4.
AMF supervises the PDU Handover Response messages from the involved SMFs. The lowest value of the Max delay indications for the PDU sessions that are candidates for handover gives the maximum time AMF may wait for PDU Handover Response messages before continuing with the N2 Handover procedure. At expiry of the maximum wait time or when all PDU Handover Response messages are received, AMF continues with the N2 Handover procedure (Handover Request message in step 8).
Editor’s note: How the delay value for each PDU session is determined is FFS.
5.
[Conditional] AMF to SMF: PDU Handover Cancel (PDU session ID). 

A PDU Handover Response message arriving too late (see step 5) is indicated to the SMF allowing the SMF to deallocate a possibly allocated N3 UP address and Tunnel ID of the selected UPF.

NOTE: Step 6 and 7 may start at step 4 and be performed in parallel with that and later steps.

6.
[Conditional] AMF to SMF: Modify PDU Request (PDU session ID, Target ID).

This message is sent for each PDU-session without existing PDU sessions having active UP connections i.e. all possible PDU sessions not indicated, by S-RAN, as an N2 Handover candidate. 

PDU session ID indicates a PDU session without active UP connections (i.e. a PDU session not in the list of candidates from S-RAN).
Editor’s note: Whether this step is executed for all PDU sessions without active UP connections is FFS.
7.
[Conditional] SMF to AMF: Modify PDU Response (PDU session ID).
This message is sent for each received Modify PDU Request message.

SMF selects a UPF that supports N3 connectivity towards the T-RAN. 

Editor’s note: The details of SMF and UPF interaction is FFS.

8.
 AMF to T-RAN: Handover Request (Source to Target transparent container, MM N2 info, SM N2 info list).
AMF determines T-RAN based on Target ID. AMF may allocate a GUTI valid for the UE in the AMF and target TAI.

Source to Target transparent container is forwarded as received from S-RAN. MM N2 info includes e.g. security information and Handover Restriction List. 

SM N2 info list includes SM N2 info from SMFs in the PDU Handover Response messages received until end of step 5.
9.
T-RAN to AMF: Handover Request Acknowledge (Target to Source transparent container, SM N2 response list, PDU sessions failed to be setup list).

Target to Source transparent container includes a UE container with an access stratum part and a NAS part. The UE container is sent transparently via AMF and S-RAN to the UE. 

The information provided to the S-RAN also contains a list of PDU session IDs indicating PDU sessions failed to be setup and reason for failure (SMF decision, SMF response too late, or T-RAN decision). 

The SM N2 response list includes, per each received SM N2 info and by SMF accepted PDU session for N2 Handover, a PDU session ID and an SM N2 response indicating the PDU session ID and if T-RAN accepted the N2 Handover request for the PDU session. For each by T-RAN accepted PDU session for N2 Handover, the SM N2 response includes N3 UP address and Tunnel ID of T-RAN.
10.
AMF to SMF: Modify PDU Request (PDU session ID, SM N2 response).

For each from T-RAN received SM N2 response (included in SM N2 response list), AMF sends the received SM N2 response to the SMF indicated by the respective PDU Session ID.
11.
SMF to AMF: Modify PDU Response (PDU session ID).
This message is sent for each received Modify PDU Request message.

SMF performs preparations for N2 Handover by indicating N3 UP address and Tunnel ID of T-RAN to the UPF if N2 Handover is accepted by T-RAN. If N2 Handover is not accepted by T-RAN, SMF deallocates N3 UP address and Tunnel ID of the selected UPF. 

Editor’s note: The details of SMF and UPF interaction is FFS. 
SMF acknowledges the Modify Request message by sending Modify PDU Response message to AMF.

12.
 AMF to S-RAN:  Handover Command (Target to Source transparent container, PDU sessions failed to be setup list).

Target to Source transparent container is forwarded as received from AMF.

S-RAN uses the PDU sessions failed to be setup list and the indicated reason for failure to decide if to proceed with the N2 Handover procedure.
13.
 S-RAN to UE:  Handover Command (UE container).
UE container is sent transparently from T-RAN via AMF to S-RAN and is provided to the UE by the S-RAN. 

14.
 UE to T-RAN: Handover Confirm.
After the UE has successfully synchronized to the target cell, it sends a Handover Confirm message to the T-RAN. Handover is by this message considered as successful by the UE.
15.
 T-RAN to AMF: Handover Notify.
Handover is by this message considered as successful in T-RAN.
16.
AMF to SMF: Handover Complete (PDU session ID).
Handover Complete is sent per each PDU Session to the corresponding SMF to indicate the success of the N2 Handover. 

17.  SMF to AMF: Handover Complete Ack (PDU session ID).

SMF indicates to the selected UPF that downlink user plane for the indicated PDU session may be switched to T-RAN. SMF confirms reception of Handover Complete. 

Editor’s note: The details of SMF and UPF interaction is FFS.

18.
 AMF to S-RAN: UE Context Release Command ().
The AMF sends UE Context Release Command.

19.
 S-RAN to AMF: UE Context Release Complete ().
The source RAN releases its resources related to the UE and responds with a UE Context Release Complete () message.
***** End of Change *****
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