SA WG2 Temporary Document

Page 1

SA WG2 Meeting #120
S2-171860
27 - 31 March 2017   Busan, Korea
(revision of S2-170XXX)
Title:
[Draft] LS on RRC-INACTIVE requirements
Response to:


Release:
Rel-15
Work Item:
5GS_Ph1
Source:
SA2

To:
TSG RAN WG2

Cc:


Contact Person:


Name:
Jinsook Ryu

Tel. Number:
+82 10 8338 9664

E-mail Address:
Jinsook dot Ryu at lge dot com

Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 


Attachments:
 
1. Overall Description:

SA2 currently discussed RRC-INACTIVE requirements as below.

1) RAN-INACTIVE state should provide UE power efficiency comparable to CM-IDLE state

2) RAN-INACTIVE state should minimize CN-RAN signalling interaction
For first requirement, SA2 understands the applicable DRX cycle in RRC-INACTIVE for RAN level paging should longer enough to provide comparable UE power efficiency to CM-IDLE. The precise DRX period is under discussion.

Also SA2 noticed that System Frame structure design may restrict the available DRX period which can be calculated by RAN (e.g. for LTE, 10.24s is maximum DRX size which does not require MME involvement for paging occasion calculation). Therefore the System Frame structure design should take available DRX cycle into account.
2. Actions:

To RAN WG2.

ACTION: 
SA2 kindly asks RAN WG2 to take the above into account and provide any feedback.
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