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Abstract of the contribution: Proposes to update the descriptions on Reflective QoS Activation with the clarification on different granularities.

1
Discussion
SMF can determine whether to activate reflective QoS over User Plane or Control Plane:

· Reflective QoS activated over User Plane allows the fine granularity per SDF level reflective QoS activation;

· Reflective QoS activated over Control Plane allows the coarse granularity per QFI level reflective QoS activation
The existing texts for Reflective QoS activation need to be improved to clarify granularity reflective QoS activation. In addition, some other cleaning up of the texts are also needed.
2
Proposal

It is proposed to modify TS 23.501 as follows… 

* * * * Start Change * * * *
5.7.5.4
Enabling Reflective QoS

5.7.5.4.1
General
Reflective QoS may be activated via User Plane and Control Plane. The 5GC determines whether to enable the reflective QoS function via Control Plane or User Plane based on policies and type of access.
5.7.5.4.2
Reflective QoS Activation via User Plane
When the 5GC determines to activate reflective QoS via User Plane, the SMF shall include a reflective QoS indication, i.e. RQI, in the QoS rule sent over N4 to the UPF. When the UPF receives a DL packet matching the QoS rule that contains the ROI, the UPF shall include the RQI in the encapsulation header on N3 reference point. The UE creates a UE derived QoS rule when the UE receives a DL packet with a RQI.
NOTE:
The Reflective QoS activation via User Plane is used to avoid out-of-band signalling (e.g. for some non 3GPP accesses) and to perform a fine-grained reflective QoS activation.
5.7.5.4.3
Reflective QoS Activation via Control Plane
When the 5GC determines to activate reflective QoS via Control Plane, the SMF shall include the RQI in the QoS rule which is sent to the UE via N1 interface. When the UE receives a DL packet matching the QoS rule that contains the RQI, the UE creates a UE derived QoS rule.
NOTE:
The Reflective QoS activation via Control Plane is used for coarse-grained (e.g. per QoS flow or per PDU Session) reflective QoS activation.
* * * * End Change * * **
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