3GPP TSG-SA WG2 Meeting #121


S2-173973
Hangzhou, China, 15th – 19th May.

Title:
[DRAFT]
 LS on Using SBI within 5G CP
Response to:


Release:
Rel-15
Work Item:
5GS_Ph1
Source:
SA WG2
To:
CT WG1, CT WG3, CT WG4
Cc:


Contact Person:


Name:
Tao Sun
Tel. Number:
+86-15801696688-35549
E-mail Address:
suntao@chinamobile.com
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 


Attachments: None.


1. Overall Description:

SA2 defines the 5G architecture as service based where services offered by the Network Functions are accessed by a single type of interface (i.e., service-based interface).This architecture based on services is applicable to the control plane functions in the current specifications 23.501 and 23.502. 
The reference point diagram (i.e., Figure 4.2.3-2 in 23.501) is a representation that shows the interactions existing between the NF services in the NFs.
Note that AMF provides services to transport messages between a UE and the 5G CP NFs and between RAN and the SMF where the message structure and content are specified in other specifications e.g. the “5G NAS” specification.
2. Actions:

To CT WG3, CT WG4 groups.

ACTION: 
SA WG2 kindly ask CT WG3 and CT WG4 groups to take the above indications into consideration.
3. Date of Next TSG-SA WG2 Meetings:

TSG - SA WG2 #122 
26th – 30th June 2017
Cabo, Mexico
TSG - SA WG2 #122bis
21st – 25th August 2017
Sophia Antipolis, France
TSG - SA WG2 #123
  23rd – 27th October 2017
 Ljubljana, Slovenia
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