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Abstract of the contribution:
This contribution proposes provisioning Reflective QoS type to UE and renaming RQI in QoS Rule to UE.
1
Discussion

Observation 1: About UE’s received packet process w.r.t reflective QoS type
Current text states that it shall be possible to apply reflective QoS and non-reflective QoS concurrently within the same PDU session. Furthermore, there are two types of reflective QoS activation, reflective QoS activation via Control Plane and reflective QoS activation via User Plane
UE’s DL packet process according to reflective QoS support and type would be as below.
1) Reflective QOS not applied 

- When the UE receives a DL packet, whose RQI is always unset, UE delivers the packet to upper layer without any reflective QoS related process.
2) Reflective QoS via User Plane applied
- When the UPF receives a DL packet matching the QoS rule to be derived in UE, the UPF marks QFI and RQI in N3 header and send the packet on N3.
- When the UE receives the DL packet, the UE examines the DL packet is marked with a RQI or not.
- If the DL packet is marked with RQI, then the UE may derive a new QoS rule according to existence of corresponding QoS rule in UE, and delivers the packet to upper layer.
- If the DL packet is not marked with RQI, then the UE may remove the derived QoS rule according to existence of corresponding QoS rule in UE, and delivers the packet to upper layer.
3) Reflective QoS via Control Plane applied
- The SMF shall include the RQI in the QoS rule which is sent to the UE via N1 interface. 
- When the UPF receives a DL packet matching the QoS rule to be derived in UE, the UPF marks only QFI in N3 header and send the packet on N3. 
- When the UE receives the DL packet, the UE may derive a new QoS rule according to existence of corresponding QoS rule in UE, and delivers the packet to upper layer.
As the UE’s DL packet process differs according to type of reflective QoS, Reflective QoS activation type (e.g. Reflective QoS Activation via Control Plane or Reflective QoS Activation via User Plane) is sent as QoS rule to UE by SMF in order to assist UE choose a right packet process type. 
Proposal 1: SMF shall inform UE with each QoS flow’s reflective QoS type as QoS rule to UE.
Observation 2: About RQI in QoS Rule to UE in current text. 
In current text, both reflective QoS activation via User Plane and Reflective QoS Activation via Control Plane uses the same terminology, Reflective QoS Indication (RQI), which leads to misreading. 
Proposal 2: Changed “RQI” in clause 5.7.5.4.3. to Reflective QoS activation via Control Plane(RQvC).  
2
Proposal

The following text is proposed to be updated to TS 23.501.
***** Start of Change # 1 *****
5.7.5
Reflective QoS

5.7.5.1
General

The support for reflective QoS over AN is under control of the 5GC. The reflective QoS is achieved by creating a derived QoS rule in the UE based on the received downlink traffic. It shall be possible to apply reflective QoS and non-reflective QoS concurrently within the same PDU session. For traffic that is subject to reflective QoS, the UL packet gets the same QoS marking as the reflected DL packet.
5.7.5.2
UE Reflective QoS Procedures

5.7.5.2.1
General
For a UE supporting reflective QoS function, and if reflective QoS function is enabled by the 5GC for some traffic flows, the UE shall create a derived QoS rule for the uplink traffic based on the received downlink traffic. The UE shall use the derived QoS rules to determine mapping between uplink traffic and QoS flow.
5.7.5.2.2
UE Derived QoS Rule
The UE derived QoS rule contains following parameters:
-
Packet Filter

-
QFI
-
precedence value.
The UL packet filter is derived based on the received DL packet.
When Reflective QoS is activated via User Plane the precedence value for all derived QoS rules is set to a standardised value.

Editor's note:
When Reflective QoS is activated via User Plane it is FFS whether and how the standardised value is overridden by a new value on per-PDU Session basis.
When Reflective QoS is activated via Control Plane the precedence value for a derived QoS rule within the scope of the Control Plane activation (i.e. QoS Flow, PDU Session) is set to a value that is signalled via the Control Plane.
5.7.5.3
UPF Procedures for Supporting Reflective QoS

When the User Plane reflective QoS is enabled by the 5GC, the UPF shall include the Reflective QoS Indication (RQI) in the encapsulation header on N3 reference point together with the QFI.
5.7.5.4
Enabling Reflective QoS

5.7.5.4.1
General
Reflective QoS may be activated via User Plane and Control Plane. The  5GC  determines whether to enable the reflective QoS function via Control Plane or User Plane based on policies and type of access.
If a QoS flow is applied reflective QoS, the SMF shall indicate reflective QoS type (e.g. Reflective QoS activation via User Plane (RQvU) or Reflective QoS activation via Control Plane (RQvC)) to the UE during the PDU session establishment or PDU session modification.
5.7.5.4.2
Reflective QoS Activation via User Plane
When the 5GC determines to activate reflective QoS via U-plane, the SMF shall include a QoS rule including an indication to the UPF via N4 interface to activate User Plane with user plane reflective. When the UPF receives a DL packet matching the QoS rule that contains an indication to activate reflective QoS, the UPF shall include the RQI in the encapsulation header on N3 reference point. The UE creates a UE derived QoS rule when the UE receives a DL packet with a RQI.
NOTE:
The Reflective QoS activation via User Plane is used to avoid out-of-band signalling (e.g. for some non 3GPP accesses).
5.7.5.4.3
Reflective QoS Activation via Control Plane
When the 5GC determines to activate reflective QoS via Control Plane, the SMF shall include the RQvC in the QoS rule which is sent to the UE via N1 interface. When the UE receives a DL packet matching the QoS rule that contains the RQI the UE creates a UE derived QoS rule.
NOTE:
The Reflective QoS activation via Control Plane is used for coarse-grained (e.g. per QoS flow or per PDU Session).
5.7.5.5
Disabling Reflective QoS

5.7.5.5.1
General
The 5GC supports disabling reflective QoS.
Editor's note:
How and when the S5GC disable the reflective QoS function is FFS.
***** End of Change # 1 *****
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