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Abstract of the contribution: This contribution normatively specifies the services and the service operations of NSSF to 23.502.
1. Discussion

According to the result of show hands in SA WG2 meeting #120, the selection of the core network part of a Network Slice instance shall be performed by a standalone NSSF. This contribution normatively specifies the services and the service operations of NSSF.
2
Proposal

It is proposed to agree on the proposed changes to TS 23.502.
*************** Start of changes *********************
5.2.12
PCF Services
5.2.12.1
Nnssf_NSSelection service

5.2.12.1.1
Description

Service or service operation name: Nnssf_NSSelection
Description: Provides the requested network slice selection decision to the requester.
Known NF Consumers: AMF.
Concurrent use: None.
Pre-requisite conditions: The UE attaches to the network.
Post conditions: The AMF gets the network slice selection decision for the UE.
Inputs, Required: UE Permanent ID, Requested NSSAI, register related statistics.
Inputs, Optional: Configured NSSAI of roaming UE(when NS reselection is required in roaming scenarios).
Outputs, Required: Configured NSSAI, identification of appropriate AMF.
Outputs, Optional: None.
5.2.12.1.2
Service operation information flow

[image: image1.emf] 

Requester  

NSS F  

1.  Nnss f_ NSSelection _ Req uest  

2.  N nss f_ NSSelection _ Res ponse  


Figure 5.2.12.1.2-1: Nnssf_NSSelection Operation
1.
The requester requests the NSSF to supply the NS selection decision for the UE. It sends the Nnssf_NSSelection_Request (identification of UE, Requested NSSAI, register related statistics, [Configured NSSAI of roaming UE]) to the NSSF. The register related statistics includes current AMF information (Editor’s note: whether identification of AMF is sufficient for non-3gpp access is FFS). The Configured NSSAI of roaming UE is input when NS reselection is required in roaming scenarios.
2.
The NSSF provides the requested NS Selection decision for this UE to the requester. The Nnssf_NSSelection_Response includes identification of UE, configured NSSAI, identification of the selected appropriate AMF.
*************** End of changes *********************
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