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Abstract of the contribution: The contribution proposes alignment of QoS rule terminology.
1
Discussion
In our understanding the “QoS rule” term has gone through a semantic change between the study phase and the normative phase.

In some (but not all) occurrences in 23.501 it is implied that:
-
There is only one QoS rule per QoS Flow.
-
The QoS Flow Template contains a set of packet filters, with corresponding precedence value per packet filter. In this respect it becomes similar to the TFT in the EPS bearer.
-
To perform UL binding the UE needs to re-order all packet filters (from different QoS Flows) into a sorted list based on the precedence order of the packet filters. This is the same as today, where the UE needs to re-order all packet filters (from different EPS bearers) into a sorted list based on the precedence order of the packet filters.
 In contrast, during the study phase (as well as in some, but not all occurrences in 23.501) it is implied that:
-
There can be many QoS rules per QoS Flow (e.g. refer to the definition of the UE derived QoS rule in clause 5.7.5.2.2).
-
The QoS rule contains one packet filter, a QFI and a precedence value.
-
The precedence value is associated with a QoS rule (not with a packet filter within the QoS Flow Template).
-
The QoS rules are ordered according to their precedence value and evaluated in that order for uplink binding. The matching QoS rule identifies the QFI (i.e. the QoS Flow) on which the UL packet is to be sent.
In summary, the QoS rule during the study phase is much smaller and corresponds to the Packet Filter (+ associated QFI) of the new QoS rule.
Presently we do not see any benefit in doing alignment in the “EPS bearer” direction. Namely, what’s the point in “aggregating” individual packet filters into a QFI-specific TFT, given that anyway the rule evaluation for UL binding is based on re-ordered list of packet filters that is based on the precedence order (disregarding whether the packet filter belongs to this or that QFI-specific TFT).
Unless there is a good reason for this semantic change, we prefer going back to the study phase notion of QoS rule.
2
Proposal

This contribution proposes to realign the QoS rule terminology towards the semantics agreed in the study phase.

NOTE: This contribution proposes no changes in the Reflective QoS clause (5.7.5) because the use of “QoS rule” in the current 23.501 specification matches the TR 23.799 semantics. Note also that a companion contribution for this meeting (S2-173342) proposes an overall fix to Reflective QoS-related text.

######################### TEXT PROPOSAL FOR TS 23.501 ###########################
5.7
QoS model

5.7.1
General Overview

The 5G QoS model supports a QoS flow based framework. The 5G QoS model supports both QoS flows that require guaranteed flow bit rate and QoS flows that do not require guaranteed flow bit rate. The 5G QoS model also supports reflective QoS (see clause 5.7.5).

The QoS flow is the finest granularity of QoS differentiation in the PDU session. A QoS Flow ID (QFI) is used to identify a QoS flow in the 5G system. User Plane traffic with the same QFI within a PDU session receives the same traffic forwarding treatment (e.g. scheduling, admission threshold). The QFI is carried in an encapsulation header on N3 (and N9) i.e. without any changes to the e2e packet header. It can be applied to PDUs with different types of payload, i.e. IP packets, non-IP PDUs and Ethernet frames. The QFI shall be unique within a PDU session.

NOTE 0:
Policing of User Plane traffic (e.g. MFBR enforcement) is not regarded as QoS differentiation and is done by UPFs on an SDF level granularity.
Each QoS flow (GBR and Non-GBR) is associated with the following QoS parameters (parameter details are described in clause 5.7.2):
-
5G QoS Indicator (5QI),
-
Allocation and Retention Priority (ARP).

Each GBR QoS flow is in addition associated with the following QoS parameters (details are described in clause 5.7.2):

-
Guaranteed Flow Bit Rate (GFBR) - UL and DL;

-
Maximum Flow Bit Rate (MFBR) - UL and DL;

-
Notification control.

Two ways to control QoS flows are supported:

1)
For non-GBR QoS flows with standardized 5QIs, the standardized 5QI value is used as QFI as defined in clause 5.7.4 and the default ARP is used. In this case no additional N2 signaling is required at the time traffic for the corresponding QoS flows start, or;
2)
For GBR and non-GBR QoS flows, all the necessary QoS Parameters corresponding to a QFI are sent as QoS profile to (R)AN either at PDU Session establishment or QoS flow establishment/modification.

Editor's Note: Whether beyond the standardized 5QIs, also pre-configured 5QI values can be further used as QFI values is FFS.

The QoS parameters of a QoS flow are provided to the (R)AN as a QoS profile over N2 at PDU Session or at QoS flow establishment and when 5G-RAN is used at every time the User Plane is activated. QoS parameters may also be pre-configured in the (R)AN for non-GBR QoS flows (i.e. without the need to be signalled over N2).

The UE performs the classification and marking of UL User plane traffic, i.e. the association of uplink traffic to QoS flows, based on QoS rules. These rules may be explicitly signaled over N1 (at PDU Session establishment or QoS flow establishment), pre-configured in the UE or implicitly derived by UE from reflective QoS. A QoS rule contains a QoS rule identifier, the QFI of the QoS flow, one or more packet filters and a precedence value. There can be more than one QoS rule associated with the same QFI (i.e. with the same QoS flow).

A default QoS rule is required for every PDU session. The default QoS rule is the only QoS rule of a PDU session that may contain no packet filter (in this case, the highest precedence value (i.e. lowest priority) has to be used). If the default QoS rule does not contain a packet filter, the default QoS rule defines the treatment of packets that do not match any other QoS rule in a PDU session.

Editor's note:
It is FFS whether there, in addition, is a need for pre-authorized QoS rules be provided to the UE.
The SMF allocates the QFI for every QoS flow and derives its QoS parameters from the information provided by the PCF. When applicable, the SMF provides the QFI together with the QoS profile containing the QoS parameters of a QoS flow to the (R)AN. The SMF provides the SDF template (i.e. the set of packet filters associated with the SDF received from the PCF) together with the SDF precedence and the corresponding QFI to the UPF enabling classification and marking of User Plane traffic. When applicable, the SMF generates the QoS rule(s) for the PDU Session by allocating QoS rule identifiers, adding the QFI of the QoS flow, setting the packet filter(s) to the UL part of the SDF template and setting the QoS rule precedence to the SDF precedence. The QoS rules are then provided to the UE enabling classification and marking of UL User Plane traffic.

Editor's note: Some applications, e.g. IMS, require also the DL part of the SDF template in the QoS rule. Whether the DL of the SDF template has to be sent for every QoS rule is FFS.
The principle for classification and marking of User Plane traffic and mapping of QoS Flows to AN resources is illustrated in Figure 5.7.1-1.
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Figure 5.7.1-1: The principle for classification and User Plane marking for QoS Flows and mapping to AN Resources

In DL incoming data packets are classified based on SDF templates according to their SDF precedences. The CN conveys the classification of the User Plane traffic belonging to a QoS flow through an N3 (and N9) User Plane marking using a QFI. The AN binds QoS flows to AN resources (i.e. Data Radio Bearers in case of in case of 3GPP RAN). There is no strict 1:1 relation between QoS flows and AN resources. It is up to the AN to establish the necessary AN resources to map the QoS flows to DRBs  so that the UE receives the QFI (and reflective QoS (see clause 5.7.5) may be applied).

In UL, the UE evaluates UL packets against the packet filters in the QoS rules based on the precedence value of QoS rules in increasing order until a matching QoS rule (i.e. whose packet filter matches the UL packet) is found. The UE uses the QFI in the corresponding matching QoS rule to bind the UL packet to a QoS flow. The UE then binds QoS flows to AN resources.

If no match is found and the default QoS rule contains one or more uplink packet filters, the UE shall discard the uplink data packet.
The following characteristics apply for processing of Downlink traffic:

-
UPF maps User Plane traffic to QoS flows based on the SDF templates
-
UPF performs Session-AMBR enforcement and also performs PDU counting for support of charging.

-
UPF transmits the PDUs of the PDU session in a single tunnel between 5GC and (R)AN, the UPF includes the QFI in the encapsulation header. In addition, UPF may include an indication for reflective QoS activation in the encapsulation header.

-
UPF performs transport level packet marking in downlink, e.g. setting the DiffServ Code point in outer IP header. Transport level packet marking may be based on the 5QI and ARP of the associated QoS flow.
-
(R)AN maps PDUs from QoS flows to access-specific resources based on the QFIand the associated 5G QoS characteristics and parameters, also taking into account the N3 tunnel associated with the downlink packet.

NOTE 1:
Packet filters are not used for binding of QoS flows onto access-specific resources in (R)AN.

-
If reflective QoS applies, the UE creates a new derived QoS rule. The packet filter in the derived QoS rule is derived from the (i.e. the header of the) DL packet, and the QFI of the derived QoS rule is is set according to the QFI of the DL packet.

Following characteristics apply for processing of uplink traffic:

-
UE uses the stored QoS rules to determine mapping between UL User Plane traffic and QoS flows. UE transmits the UL PDUs using the corresponding access specific resource for the QoS flow based on the mapping provided by RAN.

-
(R)AN transmits the PDUs over N3 tunnel towards UPF. When passing an UL packet from (R)AN to CN, the (R)AN determines the QFI value, which is included in the encapsulation header of the UL PDU, and selects the N3 tunnel.

-
(R)AN performs transport level packet marking in the uplink, transport level packet marking may be based on the 5QI and ARP of the associated QoS Flow.

-
UPF verifies whether QFIs in the UL PDUs are aligned with the QoS Rules provided to the UE or implicitly derived by the UE (e.g. in case of reflective QoS).
-
UPF performs Session-AMBR enforcement and counting of packets for charging.

For UL Classifier PDU sessions, UL and DL Session-AMBR shall be enforced in the UPF that supports the UL Classifier functionality. In addition, the DL Session-AMBR shall be enforced separately in every UPF that terminates the N6 interface (i.e. without requiring interaction between the UPFs) (see clause 5.6.4).
For multi-homed PDU sessions, UL and DL Session-AMBR shall be enforced in the UPF that supports the Branching Point functionality. In addition, the DL Session-AMBR shall be enforced separately in every UPF that terminates the N6 interface (i.e. without requiring interaction between the UPFs) (see clause 5.6.4).
NOTE 2:
The DL Session-AMBR is enforced in every UPF terminating the N6 interface to reduce unnecessary transport of traffic which may be discarded by the UPF performing the UL Classifier/Branching Point functionality due to the amount of the downlink traffic for the PDU session exceeding the DL Session-AMBR.
The (R)AN shall enforce Max BitRate (UE-AMBR) limit in UL and DL per UE for non-GBR QoS flows. The UE shall perform UL rate limitation on PDU Session basis for non-GBR traffic using Session-AMBR, if the UE receives a session-AMBR.

Rate limit enforcement per PDU session applies for flows that do not require guaranteed flow bit rate. MBR per SDF is mandatory for GBR QoS flows but optional for non-GBR QoS flows. The MBR is enforced in the UPF.
######################### END OF CHANGES ###########################
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