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Abstract of the contribution: This contribution proposes a mechanism to update the LADN information to UE. 
Discussion

This proposal refers to the proposal S2-175637: “TS 23.501: Update LADN information to UE”.
Proposal

The following solution is proposed to be updated to TS 23.502.
* * * First change* * * 
4.2.4
Generic UE Configuration Update procedure

4.2.4.1
General

This procedure is used when AMF wants to change the UE configuration or wants to trigger UE Registration Update procedure. If the AMF wants to update UE configuration which require UE acknowledgement, then clause 4.2.4.2 shall be used. If the AMF wants to update UE configurations which does not require UE acknowledgement, then clause 4.2.4.3 shall be used.

Editor's note:
Any UE parameters which have impacts to other NFs (e.g. SMF, RAN) shall be updated via Registration procedure instead of this procedure.
Editor's note:
The detail of how to trigger (i.e. which condition and which parameter) UE Registration Update procedure with this procedure is FFS.
4.2.4.2
UE Configuration Update procedure with acknowledgement
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Figure 4.2.4.2-1 UE Configuration Update procedure with acknowledgement

0. AMF determines the necessity of UE configuration change due to various reasons (e.g. UE mobility change, NW policy, UE subscription change, LADN information change(e.g. LADN subscription information and/or LADN Service area information)). If a UE is in CM-IDLE, the AMF triggers Network triggered Service Request (in clause 4.2.3.4).
The AMF may include Handover Restriction List in N2 message that delivers UE Configuration Update command to the UE if the service area restriction for the UE is updated.
1.
The AMF sends UE Configuration Update command containing UE parameter (5G-GUTI, TAI List, LADN Information, Mobility Restrictions) to UE. The AMF includes 5G-GUTI, TAI List, LADN Information or Mobility Restrictions if the AMF wants to update those information.
2.
The UE sends UE Configuration Update complete message to the AMF.
NOTE:
After the UE receives UE Configuration Update command, updating of some parameter may trigger Registration update procedure by the UE.
* * * End of the change* * * 
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