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Abstract of the contribution: This contribution proposes PDU session modification for UE requested QoS control.
Discussion

PDU session modification procedure in TS 23.502 is used in order to handle QoS flows within a PDU session. Therefore, this procedure is in charge of all kinds of QoS modification after a PDU session is established such as establishment of new QoS flows and removal of existing QoS flows within the PDU session as well as update of QoS parameters exchanged between the UE and the network.
However, it doesn’t seem that the current PDU session modification procedure specifies QoS parameters in the UE initiated PDU session modification procedure as mentioned in Editor’s note. 

The UE requested PDU session modification procedure is similar to the UE requested bearer resource modification in LTE which allows the UE to request for a modification of bearer resources (bearer activation/ modification/deactivation) by using TAD (Traffic Aggregate Description) QoS parameter. Therefore, the PDU session modification procedure can use QoS rule for modifying QoS flow because the packet filters of QoS rule can be added, modified, or deleted from the specified QoS rule as similar as the TAD QoS parameter. 
In this contribution, it is proposed to update PDU session modification procedure for adding QoS rule requested by the UE. 
Proposal

It is proposed to add the following texts into the TS 23.502.

* * * * Start of 1st Change * * * *
4.3.3
PDU Session modification

Editor's note:
Procedure includes aspects required to support network slicing and QoS. TBD if policy interactions equivalent to Gx is to be included or references to TS 23.203 is used (i.e. similar as done in TS 23.401). Procedure should include support for multi-homing PDU session, UL CL PDU session and support for multiple PDU sessions per UE.
4.3.3.1
General

Editor's note:
The details of the message parameters and QoS aspects are FFS.
The procedure is used when one or several of the QoS parameters exchanged between the UE and the network are modified. 
NOTE:
The conditions when to use this procedure for QoS change as well as the QoS parameters exchanged between the UE and the network are defined in TS 23.501 [2] clause 5.7.
4.3.3.2
UE or network requested PDU session modification (non-roaming and roaming with local breakout)

The UE or network requested PDU session modification procedure (non-roaming and roaming with local breakout scenario) is depicted in figure 4.3.3.2-1.
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Figure 4.3.3.2-1: UE or network requested PDU session modification (for non-roaming and roaming with local breakout)
1.
The procedure is triggered by following steps

1a.
The UE initiates the PDU session modification procedure by the transmission of an NAS message (N1 SM information (PDU Session Modification Request (requested QoS rule)), PDU session ID) message. Depending on the access type, if the UE was in CN-IDLE mode, this SM-NAS message is preceded by the Service Request procedure. The N1 message is forwarded by the (R)AN to the 5G Core with an indication of User location Information. The AMF invokes Nsmf_PDUSession_UpdateSMContex (PDU session ID, N1 SM Information).

1b.
The PCF invokes the SMNpcf _PolicyControl_UpdateNotify service operation to notify SMF for initiating the PDU-CAN Session Modification procedure upon policy decision or upon AF requests and the modification requires signalling to the UE and/or to the AN.

1c.
The UDM updates the subscription data of SMF by Nudm_SubscriberData_UpdateNotification (Subscriber Permanent Identity, Subscription Data). The SMF updates the Subscription Data and acknowledges the UDM by returning an Ack with output (Subscriber Permanent Identity).

1d.
The SMF may decide to modify PDU session and may establish/delete/update QoS flow according to the UE requested QoS rule. This procedure also may be triggered based on locally configured policy.


If the SMF receives one of the triggers in step 1a ~ 1d, the SMF starts SMF requested PDU session modification procedure.
1e.
If notification control is configured for a GBR Flow, when the (R)AN decides the QoS targets of the flow cannot be fulfilled. (R)AN sends the N2 message (PDU session ID, N2 SM information) to the AMF. The N2 SM information includes the QFI, User location Information and a notification indicating that the QoS targets cannot be fulfilled. The AMF invokes Nsmf_PDUSession_UpdateSMContext (N2 SM information).

2.
The SMF may decide to request new policy for this PDU session by invoking SMNpcf_PolicyControl_Get service operation to interact with the PCF. This step may be skipped if PDU session modification procedure is triggered by step 1b or 1d.

Steps 3 to 7 are not invoked when the PDU session modification requires only action at an UPF (e.g. gating).

3a.
For UE initiated modification, the SMF responds to the AMF through Nsmf_PDUSession_UpdateSMContext (N2 SM information (PDU Session ID, QoS Profile, Session-AMBR), N1 SM information (PDU Session Modification Command (PDU session ID, QoS rule, Session-AMBR))). See TS 23.501 [2] clause 5.7 for the QoS Profile and QoS rule.

The N2 SM information carries information that the AMF shall provide to the (R)AN. It includes the QoS profiles that were added, removed or modified. 

The N1 SM Container carries the PDU Session Modification Command that the AMF shall provide to the UE.

If the UE is in CM-IDLE state and the AMF decides to invoke asynchronous type communication, then the AMF stores the SM Request  message and steps 4, 5, 6 are skipped and the AMF initiates communication with the UE and (R)AN when the UE is reachable e.g. when the UE enters CM-CONNECTED state.
3b. For network initiated modification, the SMF invokes Namf_Communication_N1N2MessageTransfer (N2 SM information (PDU Session ID, QoS Profile, Session-AMBR), N1 SM Container (PDU Session Modification Command (PDU session ID, QoS rule, Session-AMBR))).
Editor's note:
It is FFS whether the SMF should be able to include an asynchronous indication to notify AMF whether asynchronous type communication can be used for the SM Request message.
4.
The AMF may send N2 PDU Session Request (N2 SM information received from SMF, NAS message (PDU Session ID, N1 SM information (PDU Session Modification Command))) Message to the (R)AN.

5.
The (R)AN may issue AN specific signalling exchange with the UE that is related with the information received from SMF. For example, in case of a 3GPP RAN, an RRC Connection Reconfiguration may take place with the UE modifying the necessary RAN resources related to the PDU Session.


The UE acknowledges the PDU Session Modification Command by sending a NAS message (PDU session ID, N1 SM information (PDU Session Modification Command Ack)) message .

6.
The (R)AN may acknowledge N2 PDU Session Request by sending a N2 PDU Session Ack (QFI(s), RAN tunnel information, NAS message, User location Information) Message to the AMF. In case of Dual Connectivity, if one or more QFIs were added to the PDU session, the Master RAN node may assign one of these QFIs to a RAN node which was not involved in the PDU session earlier, then the RAN tunnel information includes a new N3 tunnel endpoint for QFIs assigned to the new RAN node. Correspondingly, if one or more QFIs were removed from the PDU session, a RAN node may not be involved in the PDU session anymore, and the corresponding tunnel endpoint is removed from the RAN tunnel information.
7.
The AMF forwards the N2 SM information and the N1 SM information (PDU Session Modification Command Ack) received from the AN to the SMF via Nsmf_PDUSession_UpdateSMContext service operation.

8.
The SMF may update N4 session of the UPF(s) that are involved by the PDU session modification by sending N4 Session Modification Request (N4 Session ID) message to the UPF.
NOTE:
The UPF that are impacted in the PDU session modification procedure depends on the modified QoS parameters and on the deployment. For example in case of the session AMBR of a PDU session with an UL CL changes, only the UL CL is involved.
9.
If the SMF interacted with the PCF in step 1b or 2, the SMF notifies the PCF whether the PCC decision could be enforced or not by invoking Nsmf_EventExposure_Notify service operation.
SMF notifies any entity that has subscribed to User Location Information related with PDU session change.
* * * * End of Changes * * * *
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