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1. Overall Description:

RAN2 would like to inform SA2 that RAN2 have discussed the handling of paging with the layer 2 UE-to-network relay, and are considering two methods of forwarding paging to the remote UE:
· “Option 2”: When the remote and relay UE are linked, relay UE monitors the remote UE’s paging occasions in addition to its own. If a page for the remote UE is detected, relay UE forwards the paging record to remote UE.
· “Option 3”: When the remote and relay UE are linked, the network re-schedules paging for the remote UE to occur on the relay’s paging occasions, i.e., remote UE’s PO is changed to relay UE’s PO based on parameters provided by the MME.  The relay monitors only its own paging occasions, and if a page for the remote UE is detected, relay UE forwards the paging record to remote UE.
”Linked” means that the short range link is setup between the evolved ProSe Remote UE and the evolved ProSe UE-to-Network Relay UE and both UEs can exchange data in any direction. For LTE sidelink, “linked” state is equivalent to state of PC5 connection established.
These options are understood in RAN2 to have the following advantages and disadvantages:
	
	Advantages
	Disadvantages

	Option 2
	No need for MME to know whether the UEs are linked or associated
	The L2 relay UE needs to monitor multiple POs.  Less power efficient for the L2 relay UE as the power consumption may increase depending on the number of remote UEs linked to a relay UE.  

	Option 3
	The L2 relay UE does not need to monitor multiple POs (more power efficient for the L2 relay UE compared to the option 2).
	The MME needs to know the linked status.


RAN2 respectfully ask SA2 to indicate if they have any concerns with either solution.

2. Actions:

To SA2:

ACTION: 
RAN2 respectfully ask SA2 to indicate if they have concerns with either of the considered paging solutions.
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