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Abstract of the contribution: This P-CR proposes to remove the EN about N3GPP PDU session release over 3GPP in clause 4.12.7.
1.
Discussion
The following EN in clause 4.12.7 “UE requested PDU Session release via Untrusted non-3GPP access” can be simply removed because releasing the PDU session associated to non-3GPP access via 3GPP access is considered unnecessary. 
Editor's note:
It is FFS when the non-3gpp access is not available the PDU Session Release procedure may be performed via 3gpp access as described in clause 4.3.4.
The reason is as below:

1) When the non-3GPP access gets not available, the UE becomes CM-IDLE over the non-3GPP access in which the core network maintains the PDU session(s) but releases the user plane for such PDU session(s). 
2) The UE can move the PDU session from the non-3GPP access to the 3GPP access.

3) The PDU session(s) that are maintained in the non-3GPP access shall be released when the UE is deregistered over the non-3GPP access.
4) The UE or AMF may initiate a deregistration procedure over the 3GPP access to deregister the UE only on the non-3GPP access resulting in releasing all PDU sessions associated with the non-3GPP access.
2.
Proposal
Based on the discussion above, the following change is proposed to TS 23.502.
**** Start of 1st Change ****
4.12.7
UE requested PDU Session release via Untrusted non-3GPP access
If the UE is simultaneously registered to a 3GPP access in a PLMN different from the PLMN of the N3IWF, the functional entities in the following procedures are located in the PLMN of the N3IWF for non-roaming and LBO scenarios.
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Figure 4.12.7-1: UE requested PDU Session release via Untrusted non-3GPP access
1.
One or more PDU sessions are already established for the UE using the procedure described in clause 4.12.2.
2.
The UE sends a PDU Session Release Request message to the SMF via the N3IWF as defined in clause 4.3.4.
3.
The PDU Session Release procedure steps from X to Y defined in clause 4.3.4.
Editor's note:
the exact reference to steps of 3GPP Release procedure in clause 4.3.4 will be defined when 3GPP procedure will be available
4.
Upon receiving AN session release request message from the AMF, the N3IWF triggers the release of the corresponding Child SA by sending INFORMATIONAL EXCHANGE (Delete Payload) to the UE. Delete payload is included in the message listing the SPIs of the Child SAs to be deleted to this PDU session as described in RFC 7296 [3].
Editor's note:
It is assumed that the AMF notifies the AN about the PDU session release in case of 3GPP access. This step will be reused in case of untrusted non-3GPP access and triggers step 4 as described above. The name of this N2 AN session release request message is FFS and should be align with PDU session Release procedure via 3GPP access.
5.
The UE responds with INFORMATIONAL EXCHANGE (Delete Payload) message. Delete payload is included for the paired SAs going in the other direction as described in RFC 7296 [3].
6.
The PDU Session Release procedure continues with steps from Z to K defined in clause 4.3.4
Editor's note:
The exact reference to steps of 3GPP Release procedure in clause 4.3.4 will be defined when 3GPP procedure will be available.
7.
The AMF sends PDU Session Release Response message to the UE via the N3IWF.

Editor's note:
The details of the NAS messages (i.e. PDU Session Release Request and PDU Session Release Response) including message name and parameters, are FFS and should be align with PDU session Release procedure via 3GPP access.
**** End of Changes ****
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3. PDU Session Release as per Figure 4.3.4-1, Step X to Y







6. PDU Session Release as per Figure 4.3.4-1, Step Z to K
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4. INFORMATIONAL EXCHANGE (Delete payload)











5. INFORMATIONAL EXCHANGE (Delete payload)











7. PDU Session Release Response







2. PDU Session Release Request







1. One or more PDU sessions are already established for the UE.
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