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Abstract of the contribution: This contribution provides updates SMF event notify service that can be notified directly to AF when traffic steering rule is enforced (by user plane management event notification).
Discussion

SMF may send a notification to the AF if the AF had subscribed to user plane management event notification as a part of AF influence traffic steering request. This event notification can go to the AF via NEF or directly.

However, current description of Nsmf_EventExposure service is missing the NF consumer can be the AF. Therefore, it is proposed to add AF as NF consumer for Nsmf_EventExposure_notify.

Proposal

***** Start of Change *****
5.2.8.3.2
Nsmf_EventExposure_Notify service operation
Service operation name: Nsmf_ EventExposure_Notify
Description: Report UE PDU session related event(s) to the NF which has subscribed to the event report service. The events that will be reported by this service operation includes: start of application traffic detection and stop of application traffic detection, SMF change, UPF change, Usage report, Out of credit, PDU session release.
Editor's note:
The full list of the events that can be reported by Event Report service will be defined later.
Editor's note:
To support the on line charging function, it is FFS whether the additional action is required for the event of usage report and out of credit event report.
Known NF Consumers: PCF, NEF, Application Function
Input: UE ID, PDU Session ID, Event Trigger, Event co-relation ID, DNAI
Output: The consumer is notified of the events it subscribed to.
See step 9 of clause 4.3.3.2 for details on usage of this service operation.
If the SMF detects one or more events that the consumer NF has subscribed happened, for example, the SMF detected that new application traffic has started, the SMF decides to report event(s) to the requester. The SMF sends the event Report which includes the event(s) to the consumer. The event co-relation ID indicates to the NF the specific event notification subscription made by the consumer NF.

See step 2 and step 4 of clause 4.3.6.3 for details on usage of this service operation toward Application Function. 
Editor's note:
The contents of the event filter and whether the event filter should have an optional parameter value are FFS.

***** End of Change *****
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