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Abstract of the contribution: This contribution replaces in TS 23.502 the only occurrence of “Accepted NSSAI” (not defines in TS 23.501) with the correct term “Allowed NSSAI”.
Proposal

It is proposed to make the following change in TS 23.502.
*************** Start of change *********************

5.2.2.2.2
Namf_Communication_UEContextTransfer service operation
Service operation name: Namf_Communication_UEContextTransfer
Description: Provides the UE context to the consumer NF.

Known NF Consumers: Peer AMF

Input, Required: 5G-GUTI, Reason.
Input, Optional: Integrity protected message from the UE that triggers the context transfer.
Output, Required: The UE context of the identified UE. The UE context includes the SUPI, DRX parameters, AM policy information, UE network capability, used N1 security context information, event subscriptions by other consumer NF, and the list of SM PDU session IDs along with the SMF handling the PDU session.

Output, Optional: Mobile Equipment Identifier (if available), Allowed NSSAI.

See clause 4.2.2.2.2 step 4 and 5 for example of usage of this service operation. If the consumer NF sent an integrity protected message from the UE, the AMF uses it to verify whether this request is permitted to retrieve the UE context of the UE. If it is permitted, the AMF provides UE context to the consumer NF in the Namf_Communication_UEContextTransfer response.

*************** End of change *********************
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