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Introduction
This contribution introduces new 5QIs to support the URLLC use cases, see S2-174348 [1].
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Proposal

Add the following to the TS 23.501.

*************** Start of changes *********************
5.7.4
Standardized 5QI to QoS characteristics mapping

The one-to-one mapping of standardized QFI & 5QI values to 5G QoS characteristics is specified in table 5.7.4-1.

Table 5.7.4-1: Standardized 5QI to QoS characteristics mapping

	5QI

Value & QFI
	Resource Type
	Priority Level
	Packet Delay Budget
	Packet Error

Rate 
	Example Services

	1

	
GBR
	20
	100 ms
	10-2
	Conversational Voice

	2

	
	40
	150 ms
	10-3
	Conversational Video (Live Streaming)

	3
	
	30
	50 ms
	10-3
	Real Time Gaming, V2X messages

	4

	
	50
	300 ms
	10-6
	Non-Conversational Video (Buffered Streaming)

	65
	
	7
	75 ms
	
10-2
	Mission Critical user plane Push To Talk voice (e.g., MCPTT)

	66

	
	
20
	100 ms
	
10-2
	Non-Mission-Critical user plane Push To Talk voice

	75
	
	25
	50 ms
	10-2
	V2X messages

	76
	Delay critical GBR
	?
	20 ms
	10-2
	Similar to ”Process automation” in TS 22.261 [2], Table 7.2.2-1

	77
	
	?
	1 ms
	10-5
	Factory automation. Similar to “Discrete automation – motion control” in TS 22.261 [2], Table 7.2.2-1

	78
	
	?
	5 ms
	10-5
	Power grid sub-station. Similar to “Electricity distribution – high voltage” in TS 22.261 [2], Table 7.2.2-1

	79
	
	?
	10 ms
	10-5
	Haptic remote control. Similar to ”Remote control” in TS 22.261 [2], Table 7.2.2-1

	5
	Non-GBR
	10
	100 ms
	10-6
	IMS Signalling

	6
	
	
60
	
300 ms
	
10-6
	Video (Buffered Streaming)
TCP-based (e.g., www, e-mail, chat, ftp, p2p file sharing, progressive video, etc.)

	7
	
	
70
	
100 ms
	
10-3
	Voice,
Video (Live Streaming)
Interactive Gaming

	8
	
	
80
	
300 ms
	

10-6
	
Video (Buffered Streaming)
TCP-based (e.g., www, e-mail, chat, ftp, p2p file 

	9
	
	90
	
	
	sharing, progressive video, etc.)

	69
	
	5
	60 ms
	10-6
	Mission Critical delay sensitive signalling (e.g., MC-PTT signalling)

	70
	
	55
	200 ms
	10-6
	Mission Critical Data (e.g. example services are the same as QCI 6/8/9)

	79
	
	65
	50 ms
	10-2
	V2X messages

	
	
	
	
	
	

	


Editor's note:
It is starting point for definition for Standardized 5QI to QoS characteristics mapping, this table will be extended/updated to support service requirement for 5G, e.g. ultra low latency service.

*************** End of changes *********************
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