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Abstract of the contribution: The paper discusses the handling of PDU sessions when a slice becomes unavailable.
1. Discussion
At the last SA2, the following decisions were made for slice availability and for the related PDU sessions:
-
In this release it is assumed that the registration area allocated by the AMF to the UE shall have homogeneous support for network slices.

-
If the UE enters an area where a network slice is no longer available, the CN releases the PDU sessions for to the S-NSSAI corresponding to the slice that is no longer available via a network-triggered PDU session release procedure, as defined in TS 23.502 section 4.3.4.
In terms of PDU session handling, disconnecting the PDU sessions corresponding to an S-NSSAI as soon as the slice corresponding to the S-NSSAI becomes unavailable due to UE mobility is suboptimal. In fact, the UE may move often between two areas of availability of a slice, and may re-attempt to re-establish the PDU sessions for the slice. It is therefore proposed that, similar to the handling of PDU sessions for LADNs, the network instead of releasing a PDU session corresponding to the S-NSSAI that has become unavailable, the network instead releases the user plane resources associated with such PDU session and does not immediately disconnect the PDU session when the UE leaves the area where the slice is available. 
2. Proposal

Add the following to TS 23.501.

Start of changes
5.15.5.2.2
Modification of the Set of Network Slice(s) for a UE

The set of Network Slices for a UE can be changed at any time while the UE is registered with a network, and may be initiated by the network, or the UE under certain conditions as described below. In this release it is assumed that the registration area allocated by the AMF to the UE shall have homogeneous support for network slices.
The network, based on local policies, subscription changes and/or UE mobility, may change the set of permitted Network Slice(s) to which the UE is registered. The network may perform such change during a Registration procedure or trigger a notification towards the UE of the change of the supported Network Slices using an RM procedure (which may trigger a Registration procedure). The Network provides the UE with a new Allowed NSSAI and Tracking Area list.
NOTE 1:
The details of the RM procedure used to notify the UE of a changes of the supported NSSAI are to be defined.

If a slice becomes unavailable because the network changes the set of permitted slices for the UE, the CN releases the PDU sessions for to the S-NSSAI corresponding to the slice that is no longer available via a network-triggered PDU session release procedure, as defined in TS 23.502 section 4.3.4.
If a slice becomes unavailable because the UE enters an area where a network slice is no longer available, the CN releases the user plane of the PDU sessions for to the S-NSSAI corresponding to the slice that is no longer available via a network-triggered PDU session modification procedure, as defined in TS 23.502 section 4.3.3.

When PDU sessions corresponding to a slice that is not available anymore are released or the user plane of the PDU sessions corresponding to a slice is released, the UE uses UE Policy to determine whether existing traffic can be routed over PDU sessions belonging to other slices.

In order to change the set of S-NSSAIs being used, the UE shall initiate a Registration procedure as specified in clause 5.15.5.2.1.1.

Change of set of S-NSSAIs to which the UE is registered (whether UE or Network initiated) may lead to AMF change subject to operator policy.
Editor's note:
The condition under which the UE is able to request the change of the Network Slices, and what it is able to request, are FFS.
End of changes
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