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Abstract of the contribution: Some architecture assumptions were proposed for eV2X Study. 
1. Discussion
Consider that SA2 and stage 3 have made great progress on LTE V2X, we propose use what achieved already on LTE V2X as the basis for the work to support eV2X requirements in EPC.
Also good progress has been made in last meeting on Service-based Architecture, thus the SBA could be considered as basis to support V2X service and eV2X services in 5G system.
2. Proposal
It is proposed to include following architecture assumptions into TR 23.786.

[bookmark: _Toc462658732]* * * * First Change * * *.*
2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[x]	3GPP TS 23.285: "Architecture enhancements for V2X services".
[y]	3GPP TS 23.501: "System Architecture for the 5G System".

[bookmark: _Toc462658736]* * * * Secon Change * * *.*
4	Architectural Assumptions and Requirements
[bookmark: _Toc462658737]4.1	Architectural Assumptions
Editor's Note: This clause will define the underlying architectural assumptions for architecture enhancements of EPS and 5G System to support advanced V2X services.
-	Architecture reference models defined in [x] (i.e.PC5 and LTE-Uu based V2X architecture reference model and MBMS for LTE-Uu based V2X architecture reference model) are used as basis architecture for supporting eV2X services in EPS system.
-	Service Based Architecture in [y] is used as basis architecture for supporting V2X service and eV2X services in 5G system.

* * * * End of Changes * * *.*
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