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Abstract of the contribution: This paper proposes a way to handle the coexistence among network slices for a UE
Discussion
The existing text in the clause 5.15.6 on “Network Slicing Support for Roaming” text is not clear. This P-CR provides the necessary clarity on the basis that the UE uses in the VPLMN S-NSSAIs that are understood by the VPLMN and the CN is in charge in charge of any remapping to values the HPLMN can understand (e.g. to discover H-SMF for a slice DNN).
Proposal

It is proposed capture the following text in TS 23.501. 
>>>Start Changes<<<
5.15.6
Network Slicing Support for Roaming

For roaming scenarios, a subset of the Subscribed S-NSSAIs may also be supported in a V-PLMN.
If the UE only uses Standard S-NSSAI values, then there is no additional impact due to roaming.

If the UE is, exceptionally, allowed to use non-standard S-NSSAI values in the V-PLMN, the H-PLMN and the V-PLMN need to agree on the handling of such values in the V-PLMN. The V-PLMN, based on roaming agreement, local policies or configuration may be able to map Subscribed S-NSSAIs to S-NSSAIs locally used in the VPLMN. The V-PLMN uses the locally used S-NSSAIs to construct the Allowed NSSAI to the UE. 
Editor’s note: the UE configuration aspects are FFS 
Therefore: 
· in a Registration Request Message, the Requested NSSAI includes only the S-NSSAI values that are valid in the VPLMN. The Allowed NSSAI in the Registration Accept includes S-NSSAI values that are valid in VPLMN. 
· In a PDU Session Establishment procedure, the UE includes the S-NSSAI value of the VPLMN. The VPLMN maps any VPLMN specific S-NSSAI values to HPLMN specific S-NSSAI values before forwarding SM messages to the HPLMN. The Network Slice specific network functions in the VPLMN are selected by the VPLMN by using the VPLMN S-NSSAI values. The Network Slice specific functions in the HPLMN (if applicable) are selected by using the HPLMN S-NSSAI value that maps to the VPLMN S-NSSAI value based on the roaming agreement. 
-
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>>>End of Changes<<<
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