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Abstract of the contribution: Proposes NRF services and Service operations
1
Rationale and Proposal
NRF is assumed to support NF discovery functionality thus NRF should offer discovery services. 
It is proposed to define NRF services with the newly adopted format from SA2#121.

2
Proposed modification

It is proposed to modify TS 23.502 as follows:

* * * * Start Change * * *.*
5.2.7
NRF services
5.2.7.1
General

The following table shows the NRF Services and Service Operations:

Table 5.2.7.1-1: NF Services provided by the SMF

	Service Name
	Service Operations
	Known Consumer(s)
	Operation

Semantic
	Reference

	Nnrf_Discovery
	NF Discovery request
	AMF, SMF, NEF, PCF, NRF
	Request/

Request
	


5.2.7.2
Nnrf_NF Discovery
5.2.7.2.1
General

Service description: This service enables the consumer NF to discover the IP address(es) or FQDNs of the expected NF instance(s).
5.2.7.2.2
Nnrf_NFDiscovery_Discovery service operation
Service Operation name: Nnrf_NF Discovery_Discovery
Description: provides the IP address or FQDN of the expected NF instance(s) to the consumer NF.
Known NF Consumers: AMF, SMF, PCF, NEF, NRF in another PLMN




Inputs, Required: NF type of the target NF, NF type of the NF consumer.
Inputs, Optional: slice information of the target NF, PLMN ID of the PLMN target NF belongs to

Editor's note:
what parameter is used as slice information is FFS
Outputs, Required: FQDN and IP address of a set of requested target NF
Outputs, Optional: none

















* * * * Next Change * * *.*
4.x
Network Function Discovery Procedure
4.x.1
Non-roaming scenario NF Discovery
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Figure 4.x.1-1: Nnrf_NF Discovery in the same PLMN information flow
1.
The NF consumer intend to discover the expected NF. For example, the AMF requests to discover the SMF instance(s) in the same PLMN. The NF consumer sends NF Discovery Request to NRF in the same PLMN, including: NF Type of the expected NF instance, NF type of the NF consumer, optionally Network Slice related information, and other service related parameters.

NOTE:
Other service related parameters need depend on the NF type of the expected NF instance(s) and refer to the clause 6.2 "Network Function Selection" in TS 23.501 [2].
2.
The NRF authorizes the NF Discovery Request. Based on the profile of the expected NF and the type of the NF consumer, the NRF determines whether the NF consumer is allowed to discover the expected NF instance(s). If the expected NF instance(s) are deployed in a certain network slice, NRF authorizes the discovery request according to the discovery configuration of the Network Slice, e.g. the expected NF instance(s) are only discoverable by the NF in the same network slice.

3.
If allowed, the NRF determines the discovered NF instance(s) and provides the information of a set of discovered NF instance(s) to the NF consumer via NF Discovery Response message. The information of the discovered NF instance(s) include: FQDN or IP address of the expected NF instance(s). Due to network topology hiding or network configuration, the NRF may provide information of the IP address or the FQDN of a set of proxy function of the target NF instance to the requester NF. The proxy function is transparent to the requester NF.
In case that the NF consumer intends to discover the NF in another PLMN, the NRF in serving PLMN needs to requests "NF Discovery" service from NRF in the remote PLMN. The procedure is depicted in the figure below:
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Figure 4.x.1-1: Nnrf_NF Discovery across PLMNs information flow

1.
The NF consumer intends to discover the NF instance(s) in another PLMN. For example, the AMF requests to discover the SMF instance(s) in the remote PLMN. The NF consumer sends NF Discovery Request to NRF, including: NF type of the expected NF, the Remote PLMN ID, NF type of the NF consumer, optionally Network Slice related information, and other service related parameters are included in the NF Discovery Request message.

2.
The NRF in serving PLMN identifies NRF in remote PLMN based on the Remote PLMN ID, and it requests "NF Discovery" service from NRF in remote PLMN according the procedure in figure 5.2.7.1-1 to get the expected NF instance (s) deployed in the remote PLMN. As the NRF in the serving PLMN triggers the "NF Discovery" on behalf of the NF consumer, the NRF in the serving PLMN shall not replace the information of the service requester NF, i.e. NF consumer ID, in the Discovery Request message it sends to the NRF in remote PLMN. Due to network topology hiding or network configuration, the NRF in the remote PLMN may provide information of the IP address or the FQDN of a set of proxy function of the target NF instance to the NRF in the serving PLMN.
3.
The NRF in serving PLMN provides the information e.g. FQDN and IP address, of a set of the discovered NF Instance(s) or proxy function(s) of the target NF instance in NF Discovery Response message. The proxy function is transparent to the requester NF.
* * * * End Change * * *.*
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3. Nnrf_NF Discovery_response
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2. Authorize NF discovery request
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2. Authorize NF discovery request







3. NF Discovery Response
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