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Abstract of the contribution: This P-CR proposes the PDU session modification for home-routed roaming case.
1. Discussion
PDU session modification for home routed roaming case should be described in TS 23.502.
2. Proposal

***** START of 1st CHANGE ***** (all text is new)
4.3.3.3
UE or network requested PDU session modification (home-routed roaming)
The UE or network requested PDU session modification procedure (home-routed roaming scenario) is depicted in figure 4.3.3.3-1.
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Figure 4.3.3.3-1: UE or network requested PDU session modification (for home-routed roaming scenario)
1. The procedure is triggered by one of the following options:
1a. As in step 1a of clause 4.3.3.2 with the addition that the V-SMF invokes a Nsmf_PDUSession_Update (Subscriber Permanent Identity, PDU Session ID, NAS message from the UE) service operation to notify the H-SMF.
1b. This step is the same as step 1b in clause 4.3.3.2.

1c. This step is the same as step 1c in clause 4.3.3.2.

1d. This step is the same as step 1d in clause 4.3.3.2.

1e. As in step 1e of clause 4.3.3.2 with the addition that the V-SMF invokes a Nsmf_PDUSession_Update service operation to the H-SMF.
2. This step is the same as steps 2 in clause 4.3.3.2 with the SMF is H-SMF.
3. If the procedure is triggered by 1a or 1e, the H-SMF responses Nsmf_PDUSession_Update (PDU session ID, QoS rule, Session-AMBR) to the V-SMF.
If the procedure is triggered by 1b, 1c or 1e, the H-SMF invokes Namf_N1Message Transfer Request and Namf_N2Message Trigger Request service operation to the V-SMF.
Step 4a-4b are the same as step 3a-3b in clause 4.3.3.2 but controlled from the V-SMF.
Step 5-7 are the same as step 4-6 in clause 4.3.3.2.

8. This step is the same as step 7 in clause 4.3.3.2 with the difference that the SMF is V-SMF.
Step 9a-9b are the same as step 8a-8b in clause 4.3.3.2 but executed in Visited PLMN.
10. V-SMF invokes Nsmf_PDUSession_Update to the H-SMF, H-SMF shall modify the PDU session context.
Step 11 to step 12 are the same as step 8-9 in clause 4.3.3.2.
***** End of CHANGE *****
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