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1.
Discussion
Regarding the name of this NF service operation, currently “Nudm_UEContextManagement_RemoveNotification” and “Nudm_UEContextManagement_DeregistrationNotification” are mix-used. So, this operation’s naming needs to be aligned and we take “Nudm_ UE Context Management_RemoveNotification” as described in Table 5.2.3-1 below.
Table 5.2.3-1: NF Services provided by UDM

	NF service
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Subscriber Data 
	Get
	Request/Response
	AMF, SMF, SMSF

	Management
	UpdateSubscribe Request
	Subscribe/Notify
	AMF, SMF, SMSF

	
	UpdateUnsubscribe
	Subscribe/Notify
	AMF, SMF, SMSF

	
	UpdateNotification
	Subscribe/Notify
	AMF, SMF, SMSF

	UE context 
	Registration 
	Request/Response
	AMF, SMF, SMSF

	management
	RemoveNotification
	Subscribe/Notify
	AMF, SMF, SMSF

	
	Deregistration
	Request/Response
	AMF, SMF, SMSF

	
	Get
	Request/Response
	NEF

	
	Update
	Request/Response
	AMF

	UE Authentication
	Request
	Request/Response
	AUSF

	EventExposure
	Subscribe
	Subscribe/Notify

	NEF

	
	Unsubscribe
	
	NEF

	
	Notify
	
	NEF


	5.2.3.2.2
Nudm_UEContextManagement_DeregistrationNotification
Service operation name: Nudm_UEContextManagement_DeregistrationNotification
Description: UDM notifies the NF consumer which has previously registered (using Nudm_UEContextManagement_Registration operation) the NF ID has been deregistered in the UDM. As a result, the consumer is no longer registered in UDM as a serving NF for that UE.

NOTE:
This notification corresponds to an implicit subscription.
Known NF Consumers: AMF, SMF, SMSF
Inputs, Required: SUPI, serving NF removal reason.
Inputs, Optional: None.
Outputs, Required: None.
Outputs, Optional: None.

See step 14c of sub-clause 4.2.2.2.2 for an example usage of this service operation. The serving NF removal reason tells the reason for sending the remove notification to the consumer NF. The reason can be one of the following:

-
UE Initial Registration.
-
UE Registration area change.

-
Subscription Withdrawn.
Editor's note:
Additional reasons applicable for remove notification towards SMF, SMSF are FFS.


2.
Proposal
In TS 23.502, it is proposed to change “Nudm_UEContextManagement_DeregistrationNotification” to “Nudm_UEContextManagement_RemoveNotification” globally.
**** Start of 1st Change (Only changed parts are shown) ****
4.2.2.2.2
General Registration
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Figure 4.2.2.2.2-1
: Registration procedure

(skipping non-changed steps!!)
14c. When the UDM stores the associated access type together with the serving AMF as indicated in step 14a, it will cause the UDM to initiate a Nudm_UEContextManagement_RemoveNotification (see clause 5.2.3.2.2) to the old AMF corresponding to 3GPP access, if one exists. The old AMF removes the MM context of the UE. If the serving NF removal reason indicated by the UDM is "Initial Registration", then the old AMF invokes the Namf_EventExposure_Notify service operation towards all the associated SMFs of the UE to notify that the UE is de-registered from old AMF. The SMF shall release the PDU Session(s) on getting this notification.
(skipping non-changed steps!!)
**** Start of Next Change ****
5.2.3.2.2
Nudm_UEContextManagement_RemoveNotification

Service operation name: Nudm_UEContextManagement_RemoveNotification
Description: UDM notifies the NF consumer which has previously registered (using Nudm_UEContextManagement_Registration operation) the NF ID has been deregistered in the UDM. As a result, the consumer is no longer registered in UDM as a serving NF for that UE.

NOTE:
This notification corresponds to an implicit subscription.
Known NF Consumers: AMF, SMF, SMSF
Inputs, Required: SUPI, serving NF removal reason.
Inputs, Optional: None.
Outputs, Required: None.
Outputs, Optional: None.

See step 14c of sub-clause 4.2.2.2.2 for an example usage of this service operation. The serving NF removal reason tells the reason for sending the remove notification to the consumer NF. The reason can be one of the following:

-
UE Initial Registration.
-
UE Registration area change.

-
Subscription Withdrawn.
Editor's note:
Additional reasons applicable for remove notification towards SMF, SMSF are FFS.
**** End of Changes ****
�In step 14c, naming was changed.
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5 Namf_Communication_UEContextTransfer response
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14c. Nudm_UEContextManagement_RemoveNotification







14a-14b. Registration/subscription retrieval
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5 Namf_Communication_UEContextTransfer response
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