SA WG2 Temporary Document

Page 1

SA WG2 Meeting #123
S2-177629
23 - 27 October 2017, Ljubljana, Slovenia
(revision of S2-17335)
Source:
LG Electronics
Title:
P-CR 23.501 Deactivation of MICO
Document for:
Approval

Agenda Item:
6.5.7.2
Work Item / Release:
5GS_Ph1 / Rel-15
Abstract of the contribution: This paper proposes to clarify MICO description how to deactivate MICO by NW.
Discussion
At the last meeting the UE configuration update has been agreed as below.

Accordingly, how to handle the MICO mode has been proposed in this paper. 

Rev 1: 
It tis clarified this MICO is only allowed when the UE indicate preference for MICO mode.
Some duplicated sentence is deleted.
Proposal

It is proposed to adopt following change
*************** Start of first change*********************
5.4.1.3
Mobile Initiated Connection Only (MICO) mode

A UE may indicate preference for MICO mode during Initial Registration or Registration Update procedure. The AMF, based on local configuration, Communication Pattern if available, UE indicated preferences, UE subscription information and network policies, or any combination of them, determines whether MICO mode is allowed for the UE and indicates it to the UE during Registration procedure. If the UE does not indicate preference for MICO mode during Registration procedure, the AMF shall not allow MICO mode for this UE.
The UE and the AMF re-negotiate the MICO mode at every subsequent Registration procedure. When the UE is in CM-CONNECTED, the AMF may deactivate MICO mode by triggering Registration Update procedure through UE Configuration Update procedure as described in clause 4.2.4 in TS 23.502 [3].
The AMF assigns a registration area to the UE during the registration procedure. When the AMF indicates MICO mode to a UE, the registration area is not constrained by paging area size. If the AMF serving area is the whole PLMN, based on local policy, and subscription information, may decide to provide an "all PLMN" registration area to the UE. In that case, re-registration to the same PLMN due to mobility does not apply.

If mobility restrictions are applied to a UE in MICO mode, the AMF needs to allocate an allowed area/non-allowed area to the UE as specified in clause 5.3.4.1.
When the AMF indicates MICO mode to a UE, the AMF considers the UE always unreachable while the UE CM state in the AMF is CM-IDLE. The AMF rejects any request for downlink data delivery for UE in MICO mode and whose UE CM state in the AMF is CM-IDLE with an appropriate cause. The AMF also defers downlink transport over NAS for SMS, location services, etc. The UE in MICO mode is only reachable for mobile terminated data or signalling when the UE is in CM-CONNECTED.

A UE in MICO mode need not listen to paging while in CM-IDLE. A UE in MICO mode may stop any access stratum procedures in CM-IDLE, until the UE initiates transition from CM-IDLE to CM-CONNECTED due to one of the following triggers:

-
A change in the UE (e.g. change in configuration) requires an update its registration with the network.

-
Periodic registration timer expires.

-
MO data pending.

-
MO signalling pending (e.g. SM procedure initiated).

If a registration area that is not the "all PLMN" registration area is allocated to a UE in MICO mode, then the UE determines if it is within the registration area or not when it has MO data or MO signalling.

*************** End of change *********************
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