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Abstract of the contribution: This contribution adds EBI service operation to Namf_Communication service operation.
1. Discussion
According to the paper S2-17xxxx, this paper adds the following EBI service operations to Namf_Communication service operation.
2. Proposal
It is proposed to adopt the following in TS 23.502.
**************  START of 1st CHANGES **********************

5.2.2.1
General

The following table shows the AMF Services and AMF Service Operations.
Table 5.2.2.1-1: List of AMF Services

	Service Name
	Service Operations
	Operation

Semantics
	Example Consumer(s)

	Namf_Communication
	UEContextTransfer
	Request/Response
	Peer AMF

	
	RegistrationCompleteNotify
	Subscribe/Notify
	Peer AMF

	
	N1MessageNotify
	Subscribe/Notify


	SMF, SMSF, PCF, NEF

	
	N1MessageSubscribe
	
	SMF, SMSF, PCF, NEF

	
	N1MessageUnSubscribe
	
	SMF, SMSF, PCF, NEF

	
	N1N2MessageTransfer
	Request/Response
	SMF, SMSF, PCF, NEF

	
	N2InfoSubscribe
	Subscribe/Notify


	SMF

	
	N2InfoUnSubscribe
	
	SMF

	
	N2InfoNotify
	
	SMF

	
	EBIAllocation
	Request/Response
	SMF

	
	EBIRelease
	Request/Response
	SMF

	Namf_EventExposure
	Subscribe for one UE, group of UE(s) or any UE.
	Subscribe/Notify
	NEF, SMF, PCF, UDM

	
	UnSubscribe for one UE, group of UE(s) or any UE.
	Subscribe/Notify
	NEF, SMF, PCF, UDM

	
	Notify
	Subscribe/Notify
	NEF, SMF, PCF, UDM

	Namf_MT
	EnableUEReachability
	Request/Response
	NEF, SMF, PCF, UDM


Editor's note: Whether additional NF services can be identified or be decomposed from existing NF services are FFS.
**************  END of 1st CHANGES    **********************

**************  START of 2nd CHANGES **********************

5.2.2.2.X
Namf_Communication_EBIAllocation service operation
Service operation name: Namf_Communication_EBIAllocation
Description: Provides the EBI of UE to the consumer NF.

Known NF Consumers: Serving SMF
Input, Required: PDU session ID.
Input, Optional: ARP.
Output, Required: EBI, PDU Session ID.

Output, Optional: Reject Reason.
See clause 4.11.X step 1 and 2 for example of usage of this service operation. The AMF may use this to reject the service operation.
5.2.2.2.Y
Namf_Communication_EBIRelease service operation
Service operation name: Namf_Communication_EBIRelease
Description: Release the EBI of UE to the AMF.

Known NF Consumers: Serving SMF

Input, Required: PDU session ID, EBI.
Input, Optional: None.
Output, Required: None.
Output, Optional: None.
See clause 4.11.X step 3 and 4 for example of usage of this service operation.
**************  END of 2nd CHANGES    **********************
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