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Abstract of the contribution: This contribution proposes to add a generic solution for retrieving the serving AMF. 
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In the procedure of Application Trigger procedure, the NEF uses the Nudm_UEContextManagement_Get service operation to discover the AMF. There is a related contribution S2-177134 about the roaming scenario about Application Trigger procedure.
This contribution proposes to update this text to say that in the case of discovering of a serving AMF where the serving AMF is already selected, the requester NF, e.g. NEF, could find a selected AMF via UDM.
A selected AMF may be not a serving AMF because the UDM may maintain the UE context for a while (24 hours as usual) after deregistration.
2
Proposal

The following changes are proposed to TS 23.501.
* * * First change* * * *
6.3.5
AMF selection

The AMF selection functionality is applicable to both 3GPP access and non-3GPP access. The AMF selection functionality can be supported by the 5G-AN (e.g. RAN, N3IWF) and is used to select an AMF for a given UE. An AMF supports the AMF selection functionality to select an AMF for relocation or because the initially selected AMF was not an appropriate AMF to serve the UE (e.g. due to change of Allowed NSSAI). Other CP NF(s), e.g. SMF, supports the AMF selection functionality to select an AMF from the AMF set when the original AMF serving a UE is unavailable.
5G AN selects an AMF Set and an AMF from the AMF Set under the following circumstances:

1)
When the UE provides no 5G-S-TMSI nor the GUAMI to the 5G-AN.

2)
When the UE provides 5G-S-TMSI or GUAMI but the routing information (i.e. AMF identified based on AMF Set ID, AMF pointer) present in the 5G-S-TMSI or GUAMI is not sufficient and/or not usable (e.g. UE provides 5G-S-TMSI with an AMF region ID from a different region).
3)
AMF has instructed AN that the AMF (identified by GUAMI(s)) is unavailable and no target AMF is identified and/or AN has detected that the AMF has failed.
Other CP NFs selects an AMF from the AMF Set under the following circumstances:

4)
When the AMF has instructed AN that a certain AMF identified by GUAMI(s) is unavailable and the CP NF was not notified of target AMF, and/or CP NF has detected that the AMF has failed.
The AMF selection functionality in the 5G-AN may consider the following factors for selecting the AMF Set:

-
Requested NSSAI.

-
Local operator policies.

Editor's note:
whether the N3IWF also considers N3IWF support for specific slices is FFS.

AMF selection functionality in the 5G AN or CP NFs considers the following factors for selecting an AMF from AMF Set:

-
Availability of candidate AMFs.
-
Load balancing across candidate AMFs (e.g. considering weight factors of candidate AMFs in the AMF Set).
When 5G-S-TMSI or GUAMI is provided by the UE to the 5G-AN contains an AMF Set ID that is usable, and the AMF identified by AMF pointer that is not usable (e.g. AN detects that the AMF has failed) or the corresponding AMF indicates it is unavailable (e.g. out of operation) then the 5G-AN uses the AMF Set ID for selecting another AMF from the AMF set considering the factors above.
The AMF selection functionality in the AMF or other CP NFs shall utilize the NRF to discover the AMF instance(s) unless AMF information is available by other means, e.g. locally configured on AMF or other CP NFs. The NRF provides the IP address or the FQDN of AMF instance(s) to the AMF or other CP NFs. In the context of Network Slicing, the AMF selection is described in clause 5.15.5.2.1.

AMF selection functionality in AMF or other CP NFs use GUAMI to discover the AMF instance, the NRF provides the IP address, or the FQDN of an AMF instance, or a list of candidate AMF instances in the same AMF Set together with additional information (e.g. priority) if the indicated GUAMI cannot be found. 
-
AMF selection functionality in AMF use AMF Set ID to discover the AMF instance(s), the NRF provides a list of AMF instances in the same AMF Set together with additional information (e.g. priority).
Once an AMF has been selected, and registers itself to the UDM, an NF (e.g. NEF) may need to query the UDM instead of NRF to retrieve the currently serving AMF for the UE.
Note: As the UDM maintains the information regarding the serving AMF for a while after deregistration, the   returned AMF might not be currently serving the UE, in which case it would reject an incoming request from the NF.
* * * End of the changes* * * *
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