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1	Overall description
SA2 would like to thank RAN2 for their LS reply on the number of bearers in R2-1712066 / S2-177187.
Regarding the following question in the RAN2 LS:
RAN2 respectfully asks SA2 whether there are constraints in SA2 specs that may affect the number of DRBs.

SA2 would like to point out that Stage 2 specifications typically do not provide constraints in terms of numbers, apart from rare exceptions.
[bookmark: _GoBack]SA2 understands the potential complexities due to mismatch between the increased numbers of bearers in E-UTRAN and the current maximum number of PDP contexts in GERAN/UTRAN, which is relevant for the case of inter-system handovers.
However, even for that case (i.e. E-UTRAN to GERAN/UTRAN relocation) the TS 23.401 specification seems to already have a solution:
The PDP contexts shall be prioritized by the new SGSN. If the new SGSN is unable to support the same number of active PDP contexts as received from old MME, the prioritisation is used to decide which PDP contexts to maintain active and which ones to delete. In any case, the new SGSN shall first update all PDP contexts in one or more P‑GWs and then deactivate the PDP context(s) that it cannot maintain as described in clause "SGSN-initiated PDP Context Deactivation Procedure" of TS 23.060 [7]. This shall not cause the SGSN to reject the routing area update.
2	Actions
To RAN2:
ACTION: SA2 kindly asks TSG RAN2 to take the information above into account.
3	Dates of next TSG SA WG2 meetings
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