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Abstract of the contribution: Clarifies how UE Policy is delivered to the UE from the AMF via N1 reference point
1. Discussion
Please see S2-177243

2. Proposed changes
The following changes are proposed in TS 23.502 v1.2.0
*/ Start of 1 st change
4.2.x
UE Policy Delivery
4.2.x.1 General

This procedure is used when the PCF is triggered to deliver new or updated UE Policies (URSP and ANDSP policies) to the UE over N1 reference point. 

The PCF may provide updated UE Policies due to a UE mobility event (e.g. registration update) or due to a subscription change (at the UDR).
The PCF may request acknowledgement for UE Policy information in order to confirm that policies have been installed at the UE. The PCF subscribes from the AMF to receive notification of UE policy delivery.
4.2.x.2
UE Policy Delivery procedure
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Figure 4.2.X.2-1 UE Policy Delivery procedure

0. PCF determines the necessity of UE Policy configuration change, e.g. due to a mobility event during a registration update or due to subscription change. The PCF provides updated UE Policy information to the AMF. The PCF may also subscribe from the AMF to receive notification that the UE Policy has been provisioned to the UE.
1.
The AMF sends UE Policy Configuration Update command containing UE parameter (5G-GUTI, UE Policy, UE Policy Delivery cause) to UE. If the PCF subscribes to be notified of UE policy delivery the AMF requests acknowledgement of the message ensuring that policies have been installed at the UE.
2.
If the UE Policy Delivery cause requires acknowledgement of the UE Policy Delivery Command, then the UE shall send a UE Policy Delivery complete message to the AMF. 
3. The AMF notifies the PCF of successful delivery of UE policies to the UE.
*/ End of changes
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