SA WG2 Temporary Document

Page 2

SA WG2 Meeting #123                                                                                         S2-177755
23 – 27 October 2017, Ljubljana, Slovenia
Source:
Nokia, Nokia Shanghai Bell
Title:
TS 23.503: Policy Control Subscription information management
Document for:
Approval

Agenda Item:
6.5.6
Work Item / Release:
5GS_Ph1 / Rel-15

Abstract of the contribution: This contribution moves the descriptions on Policy Control Subscription information management from A.3.1.9 to TS 23.503 main body.
Introduction
The management of the policy control subscription information has the dependency on the data storage architecture which is specified in 23.501. Therefore, some text change is proposed to make sure the description is aligned with the corresponding definition in 23.501.

Additionally, it has been concluded that the URSP shall be provided from the PCF (V-PCF for roaming UE) to the AMF via N15 interface and then from AMF to the UE via the N1 interface, and the URSP may also be stored in the UDR. It is proposed to add USRP as additional policy control subscription information. 

Furthermore, MPS priority is defined as below in TS 23.401, however, it is unclear whether this is still valid for 5G. Further clarification is needed.
	MPS EPS priority
	Indicates that the UE is subscribed to MPS in the EPS domain.


Last, Access network discovery & selection policy (ANDSP) is also a potential policy control subscription information, however, it has not been concluded how the ANDSP is transferred to the UE.   
Proposal
* * * * Begin of Changes * * * *

6.1.1.x
Policy Control Subscription information management

The PCF may request subscription information at PDU session establishment and at UE Context Establishment.
The PCF may provision policy control related information.
The PCF may receive notifications on changes in the subscription information. Upon reception of a notification, the PCF shall make the policy control decisions necessary to accommodate the change in the subscription and shall update the SMF and/or the AMF if needed.
NOTE: How the PCF provisions/retrieves information related with policy control subscription data is defined in 23.501[2].
The following subscription profile information may be provided:

-
Subscriber's allowed services;

-
Information on subscriber's allowed QoS;

-
Subscriber's charging related information;

-
Subscriber category;

-
Subscriber's usage monitoring related information;

-
MPS Priority, MPS Priority Level, and IMS Signalling Priority;
-
Subscriber's profile configuration indicating whether application detection and control can be enabled;
-
Spending limits profile information;

-
Subscribers IP Index.
-
UE Route Selection Policy (URSP)
Editor's note:
How to provide Access Network Discovery & Selection Policy (ANDSP) is still under discussion, and whether ANDSP is also the policy control subscription information is FFS. 
* * * * End of Changes * * * *
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