SA WG2 Temporary Document

Page 5

SA WG2 Meeting #124
S2-178655
27 November - 1 December 2017, Reno, USA
(revision of S2-17xxxx)
Source:
LG Electronics
Title:
TS 23.501: Fixing N7r to N24 in Figure 4.3.2-2
Document for:
Approval

Agenda Item:
6.5.9
Work Item / Release:
5GS_Ph1 / Rel-15

Abstract of the contribution: This P-CR fixes N7r to N24 between ‘h-PCF + h-PCRF’ and ‘v-PCF’ in Figure 4.3.2-2. 
This P-CR can be sent directly to email approval.
1.
Proposal
In TS 23.501, it is proposed to fix N7r to N24 between ‘h-PCF + h-PCRF’ and ‘v-PCF’ in Figure 4.3.2-2 Home-routed roaming architecture for interworking between 5GS and EPC/E-UTRAN.
**** Start of 1st Change ****
4.3.2
Roaming architecture

Figure 4.3.2-1 represents the Roaming architecture with local breakout and Figure 4.3.2-2 represents the Roaming architecture with home-routed traffic for interworking between 5GS and EPC/E-UTRAN.
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Figure 4.3.2-1: Local breakout roaming architecture for interworking between 5GS and EPC/E-UTRAN

NOTE 1:
There can be another UPF (not shown in the figure above) between the NG-RAN and the UPF + PGW-U, i.e. the UPF + PGW-U can support N9 towards the additional UPF, if needed.

NOTE 2:
S9 interface from EPC is not required since no known deployment exists.
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Figure 4.3.2-2
: Home-routed roaming architecture for interworking between 5GS and EPC/E-UTRAN
**** End of Changes ****
�N7r btw ‘h-PCF + h-PCRF’ and ‘v-PCF’ is fixed to N24
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