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Abstract of the contribution: Propose to update Npcf_PolicyAuthorization Service to include support for IMS emergency.
Discussion
Service Operations are updated to include input and output data required to support IMS Emergency sessions, according to the functional description in TS 23.503, see S2-178325.
Proposal

It is proposed to update 23.502 as described below.

* * * First Change * * *

5.2.5.3.2
Npcf_PolicyAuthorization_Create Service Operation

Service operation name: Npcf_PolicyAuthorization_Create

Description: Authorize the request, and optionally determines and installs the policy according to the information provided by the NF Consumer.
Inputs, Required: the IP address of the UE, identification of the application session context.

Inputs, Optional: UE identity if available, DNN if available, Media type, Media format, bandwidth requirements, sponsored data connectivity if applicable, flow description, AF application identifier, AF Communication Service Identifier, AF Record Identifier, Flow status, Priority indicator, emergency indicator, Application service provider, resource allocation outcome, emergency indicator, request for subscriber identifiers.

Outputs, Required: Success or Failure.

Outputs, Optional Subscriber Identifiers (IMSI, IMEI, MSISDN).

Authorizes the request from the application, and optionally communicates with Npcf_SMPolicyControl service to determine and install the policy according to the information provided by the NF Consumer. Creates an application context in the PCF.
5.2.5.3.3
Npcf_PolicyAuthorization_Update Service Operation

Service operation name: Npcf_PolicyAuthorization_Update

Description: Provides updated information to the PCF.
Inputs, Required: Identification of the application session context.

Inputs, Optional: Media type, Media format, bandwidth requirements, sponsored data connectivity if applicable, flow description, AF application identifier, AF Communication Service Identifier, AF Record Identifier, Flow status, Priority indicator, Application service provider, resource allocation outcome, emergency indicator, request for subscriber identifiers.

Outputs, Required: Success or Failure.
Outputs, Optional:  Subscriber Identifiers (IMSI, IMEI, MSISDN). 
Provides updated application level information and communicates with  Npcf_SMPolicyControl service to determine and install the policy according to the information provided by the NF Consumer. Updates an application context in the PCF.
* * * End of Changes * * *
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