SA WG2 Temporary Document

Page 1

SA WG2 Meeting #124
S2-178527
Reno, Nevada, US, 27 Nov–01 Dec 2017

Source:
NEC

Title:
[OI#7c] Update to UE Policy distribution section 
Document for:
Approval

Agenda Item:
6.5.6
Work Item / Release:
5GS_Ph1/Rel.15

Abstract of the contribution: This contribution addresses OI#7c and proposes a clarification to the UE Policy distribution section in 6.1.2.2.3   
1.
Discussion

This pCR proposes a clarification on UE behaviour when updated with new UE Policy. 
2.
Proposal
The following changes are proposed to TS23.503, s6.1.2.2.3 
--------------------------- start of change ----------------------------

6.1.2.2.3
Distribution of the policies to UE 

Npcf and Namf enabled the UE access selection and PDU session selection policy delivery from the PCF to the AMF, and the AMF delivers the UE Policy, as defined in clause 6.6, over N1 to the UE. 

For the UE access selection and PDU session selection policy, as specified in 6.1.2.2.1 (e.g. ANDSP and URSP), the PCF delivers to the UE transparently via the AMF. 
When the UE is updated with new UE Policy, the UE shall start applying the new UE Policy rules. The UE shall examine the new UE Policy (e.g. PDU session selection policies like SSCMSP, NSSP, DNN) in order to determine whether the existing PDU session(s) (if any) can be maintained or not. If not, then the UE may initiate a PDU session modify procedure or PDU session release procedure for the PDU session(s) that cannot be maintained in accordance with the updated UE Policy.
Editor´s note: How to handle policy information that cannot fit into the specified size limit for policy delivery over NAS (maximum one NAS PDU) is FFS.

NOTE:
The size limit to allow the policy information to be delivered using NAS transport is specified in stage-3 specifications.

Editor's Note: It is FFS whether UE can provide information to assist the PCF to decide the UE Policies delivery.    

--------------------------- end of change ----------------------------
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