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Abstract of the contribution: Resolving the EN on whether UE can provide information to assist the PCF to decide the UE Policies delivery, by adding the possibility for the UE to indicate the applications used in the UE.
Introduction
Clause 6.1.2.2.3 of TS 23.503 has the following EN:

Editor's Note: It is FFS whether UE can provide information to assist the PCF to decide the UE Policies delivery.    

Considering that some of the UE Policies are related to applications are that the number of applications may be huge, it makes sense that the PCF only delivers policies that are related to applications that are actually in use in the UE. 

Related changes to TS 23.502 are provided in S2-178905.
Proposed changes to TS 23.503
***** First Change *****

 6.1.2.2.3
Distribution of the policies to UE 

Npcf and Namf enabled the UE access selection and PDU session selection policy delivery from the PCF to the AMF, and the AMF delivers the UE Policy, as defined in clause 6.6, over N1 to the UE. 

For the UE access selection and PDU session selection policy, as specified in 6.1.2.2.1 (e.g. ANDSP and URSP), the PCF delivers to the UE transparently via the AMF. 

Editor´s note: How to handle policy information that cannot fit into the specified size limit for policy delivery over NAS (maximum one NAS PDU) is FFS.

NOTE:
The size limit to allow the policy information to be delivered using NAS transport is specified in stage-3 specifications.


The UE may indicate the applications in use in the UE, to assist the PCF in delivering the UE Policies.
***** End of Changes *****
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