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Abstract of the contribution: This contribution proposes short descriptions for some session management related functionality sub-sections. 
1
Discussion
Several sub-sections of the session management related policy control functionality clause in section 6.1.3 of TS 23.503 can be filled by adding a reference to TS 23.203 as the functionality will be continued.
2
Proposal

The following changes are proposed to TS 23.503.
* * * First change* * * *
1
Scope

The present document defines the Stage 2 policy and charging control framework for the 5G System specified in TS 23.501 [2] and TS 23.502 [3].

The policy and charging control framework encompasses the following high level functions:
-
Flow Based Charging for network usage, including charging control and online credit control, for service data flows;

-
Policy control for session management and service data flows (e.g. gating control, QoS control, etc.);

-
Management for access and mobility related policies;

-
Management for UE access selection and PDU session selection related policies.

It refers to the policy and charging control functionality specified in TS 23.203 [4] for policy and charging control for PDU sessions, depicting the differences where those exist.
Interworking with E-UTRAN connected to EPC is described in TS 23.501 [2].
* * * Second change* * * *
6.1.3.7
Service (data flow) prioritization and conflict handling

The functional description for SDF prioritization and conflict handling in clause 6.1.6 of TS 23.203 [4] applies.
* * * Third change* * * *
6.1.3.8
Termination action

The functional description for termination actions in clause 6.1.8 of TS 23.203 [4] applies.
* * * Fourth change* * * *
6.1.3.9
Handling of packet filters provided to the UE by SMF

The functional description for the handling of packet filters provided to the UE by SMF in clause 6.1.9 of TS 23.203 [4] applies with the difference that traffic mapping information that effectively disallows any useful packet flows in uplink direction does not need to be provided for a QoS flow. In case of interworking with E-UTRAN connected to EPC, the specific aspects of the handling of packet filters at the SMF are described in TS 23.501 [2].
* * * Fifth change* * * *
6.1.3.13
Resource sharing for different AF sessions

The functional description for resource sharing for different AF sessions in clause 6.1.14 of TS 23.203 [4] applies.
* * * Sixth change* * * *
6.1.3.15
Resource reservation for services sharing priority

The functional description for resource reservation for services sharing priority in clause 6.1.19 of TS 23.203 [4] applies.
* * * End of the changes* * * *
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