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Abstract of the contribution: This paper summarizes and proposes a way forward for the remaining ENs in TS 23.502.
Discussion
There are 38 Editor's notes in TS 23.502.
The ENs can be categorized as follows:

Category 1:
ENs decribing what clause contains
Category 2:
ENs describing that there are dependencies to other WGs
Category 3:
Outdated ENs / already resolved elsewhere
Category 4:
ENs stating that whether further details needed (or not) is FFS
Category 5:
Technical ENs stating that how (or whether) to do something is FFS
Category 6: Alignment is needed wrt other agreed changes

	Number
	EN
	Clause
	Category
	Comments
	Volunteer

	1
	Aspects related to dual registration in 3GPP and non-3GPP access is FFS.
	4.2.2.2.1
Registration procedures - General
	Cat 5
	Aspects for dual registration have been described in the registration call flow as well e.g. in 4.12.8. It is proposed to remove the EN and add a reference from 4.2.2.2.1 to 4.12.8.
	Ericsson, S2-180101

	2
	It is FFS if HO attach indication is to be added.
	4.2.2.2.2
General Registration
	Cat 5
	So far no need for handover indication been identified e.g. same AMF used for 3GPP and non-3GPP access.
	Ericsson, S2-180101

	3
	It is FFS how UE Radio capabilities are provided.
	4.2.2.2.2
General Registration
	Cat 5
	The appropriate procedures in TS 23.502 should be updated and the EN removed.
	Ericsson, S2-180101

	4
	It is FFS whether further description is needed on how the old AMF releases the existing NGAP UE-TNLA-bindings toward a N3IWF is FFS.
	4.2.2.2.2
General Registration
	Cat 4
	For Cat 4 ENs it is proposed that further details not needed unless requested by e.g. other WG.

	Ericsson, S2-180101

	5
	Details of N2 interaction is FFS.
	4.2.2.2.2
General Registration
	Cat 4
	For Cat 4 ENs it is proposed that further details not needed unless requested by e.g. other WG.
	Ericsson, S2-180101

	6
	The case when the target AMF cannot be determined and provided to the initial AMF, and the default AMF needs to be selected in step 3 is FFS.
	4.2.2.2.3
Registration with AMF re-allocation
	Cat 4/5??
	
	Ericsson, S2-180101

	7
	Whether both option (A) and option (B) are acceptable from a RAN perspective needs to be evaluated by RAN WGs.
	4.2.2.2.3
Registration with AMF re-allocation
	Cat 2
	The two options serves different purposes i.e. it is proposed to keep both options.
	Ericsson, S2-180101

	8
	The required AN parameters are FFS.
	4.2.3.2
UE Triggered Service Request
	Cat 4
	For Cat 4 ENs it is proposed that further details not needed unless requested by e.g. other WG.
	Ericsson, S2-180101

	9
	It is FFS whether N2 SM information in this message is optional and when it should be carried.
	4.2.3.3
Network Triggered Service Request
	Cat 5?
	
	Ericsson, S2-180101

	10
	The need to send Paging Cause to (R)AN and UE is FFS.
	4.2.3.3
Network Triggered Service Request
	Cat 5
	No need been identified in TS 23.501, 38.413 and paging cause is not used in EPS i.e. it is proposed to remove EN.
	Ericsson, S2-180101

	11
	Inter-system procedures e.g. EPC to 5GC are FFS.
	4.2.3.3
Network Triggered Service Request
	Cat 5
	
	Ericsson, S2-180101

	12
	Whether we need this procedure need be checked with RAN WG.
	4.2.8

Feature specific UE/RAN Radio information and Compatibility Request procedure
	Cat 2
	Agreement (at SA2#124) to wait for final feedback from RAN2/RAN3, i.e. keep EN not later than RAN functional freeze date (June).
	

	13
	The parameter S-NSSAI may need to be updated to reflect agreements regarding slice selection parameters. This is FFS.
	4.3.2.2.2
UE-requested PDU Session Establishment for home-routed roaming
	Cat 4/5?
	
	Ericsson, , S2-180103 

	14
	The referenced step numbers in clause 4.3.2.2 may need to be further aligned according to the updates in clause 4.3.2.2.
	4.3.5.2
Change of SSC mode 3 PDU Session Anchor with multiple PDU Sessions
	Cat 6
	
	

	15
	This request can either be sent as an indication when the UE context is established towards RAN, or after the UE context has been established. Details concerning N2 messages and the information contained in these messages will be aligned with RAN WG3.
	4.8.3
N2 Notification procedure
	Cat 2
	Dependency to RAN3
	

	16
	Details concerning RRC and N2 messages and the information contained in these messages will be aligned with RAN WG2 and RAN WG3.
	4.8.3
N2 Notification procedure
	Cat 2
	Dependency to RAN2 and RAN3
	

	17
	It is FFS how the SSC mode parameters is determined in the UE and network when UE is in EPS.
	4.11.1.2.2.1
EPS to 5GS handover using N26 interface - General
	Cat 5
	
	

	18
	Indirect forwarding for home-routed roaming is FFS.
	4.11.1.2.2.1
EPS to 5GS handover using N26 interface - General
	Cat 5?
	
	

	19
	Whether 5GS Security Context can be derived from the EPS Security Context should be clarified by SA3 study.
	4.11.1.2.2.2
EPS to 5GS handover using N26 interface - Preparation phase
	Cat 2
	Dependency to SA3.
	Qualcomm (Stefano)

	20
	It is FFS whether and how to provide the SM context from MME to SMF via AMF during handover.
	4.11.1.2.2.2
EPS to 5GS handover using N26 interface - Preparation phase
	Cat 5
	
	

	21
	The details of SMF+PGW-C and UPF interaction is FFS.
	4.11.1.2.2.2
EPS to 5GS handover using N26 interface - Preparation phase
	Cat 4
	
	

	22
	HO/Mobility procedures between 3GPP AN and non-3GPP and vice versa is to be added.
	4.12
Procedures for non-3GPP access
	Cat 3
	Already added, i.e. proposed to add references tying procedures together.
	Ericsson, S2-180101

	23
	The details of the NAS messages (i.e. PDU Session Release Request and PDU Session Release Response) including message name and parameters, are FFS and should be align with PDU Session Release procedure via 3GPP access.
	4.12.7

UE Requested PDU Session Release via Untrusted non-3GPP access
	Cat 6, 4?
	
	

	24
	The details of the initial NAS message to transport the NAS payload (e.g. whether service request can be reused) are FFS and may require CT WG1 feedback.
	4.13.3.4
MO SMS using one step approach in CM-IDLE
	Cat 2
	Dependency to CT1
	

	25
	Addition of authorization steps is FFS.
	4.15.3.2.4
Exposure with bulk subscription
	Cat 5?
	
	

	26
	Network exposure services provided by other NFs (e.g. UDM) is FFS.
	4.15.5
Network capability exposure for analytics
	Cat 5?
	
	

	27
	For Service Area Restrictions adjusted by the V-PCF in roaming case, whether the V-PCF acknowledges the UE Context Establishment Request directly or combines them with the other polices from the H-PCF is FFS.
	4.16.1.3
Policy Association Establishment during AMF relocation
	Cat 5
	
	Ericsson, S2-180232

	28
	It is FFS if there is the case that the AF sends information related to the subscriber to the PCF which triggers the mobility policy update to the AMF where this procedure is also applicable.
	4.16.2.1
Policy Associationt Modification for Mobility Policy
	Cat 5
	
	Ericsson, S2-180232

	29
	It is FFS if the Policy Association Termination procedure is applicable in the case the policy profile is fully removed in the UDR.
	4.16.3.1
Policy Association Termination - General
	Cat 5
	
	Ericsson, S2-180232

	30
	How AMF uses the parameter "ARP list" for EBI assignment is FFS.
	5.2.2.2.13
Namf_Communication_EBIAssignment service operation
	Cat 5
	
	

	31
	The listed fields for each subscription data type are non-exhaustive and additional contents are FFS.
	5.2.3.3.1
Nudm_SubscriberDataManagement (SDM) Service - General
	Cat 4
	
	

	32
	Whether NF type can be derived from other information or NF type is needed explicitly is FFS.
	5.2.3.4
Nudm_UEAuthentication Service
	Cat 5
	
	

	33
	The negotiation of AKA variant has dependency to SA3 work.
	5.2.10.2.2
Nausf_UEAuthentication_Authenticate service operation
	Cat 2
	Dependency to SA3.
	

	34
	Handling of encrypted/unencrypted SUPI has dependency to SA3 work on subscription privacy.
	5.2.10.2.2
Nausf_UEAuthentication_Authenticate service operation
	Cat 2
	Dependency to SA3.
	

	35
	How NWDAF services work while roaming is FFS.
	5.2.11

NWDAF Services
	Cat 5
	
	

	36
	The Slice Information rather than the ID regarding to the SCI generation should be provided. The detailed information is FFS.
	5.2.11.2.2
Nnwdaf_EventsSubscription_Subscribe service operation
	Cat 5
	Add appropriate slicing information.
	Ericsson, , S2-180103

	37
	The Slice Information rather than the ID regarding to the SCI generation should be provided. The detailed information is FFS.
	5.2.11.2.3
Nnwdaf_EventsSubscription_Unsubscribe service operation
	Cat 5
	Add appropriate slicing information.
	Ericsson, , S2-180103

	38
	Having NRF in the example consumer(s) list will be revisited.
	5.2.16.1
NSSF Services - General
	Cat 5?

	
	


Proposal

It is proposed to handle the 23.502 ENs per category as described below.
Category 1:
ENs decribing what clause contains
Proposal 1: Such ENs can be removed.
Category 2:
ENs describing that there are dependencies to other WGs
Proposal 2: Proposed to be removed in February meeting independent on whether explicit feedback is provided or not i.e. companies are invited to trigger such feedback in related WG or directly to SA2, if required.

There are ENs with dependencies to RAN2, RAN3, SA3, CT1

Category 3:
Outdated ENs / already resolved elsewhere
Proposal 3: Such ENs can be removed, possibly adding some reference. ENs to be identified.
Category 4:
ENs stating that whether further details needed (or not) is FFS
For Cat 4 ENs it is proposed that further details not needed unless requested by e.g. other WG.
Proposal 4: Such ENs can be removed.

Category 5:
Technical ENs stating that how (or whether) to do something is FFS
Proposal 5: Input requested to discuss and resolve the ENs.
Category 6: Alignment is needed wrt other agreed changes

Proposal 6: Input requested to discuss and resolve the ENs.
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