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***** 1st Change *****
4.2.4
Roaming reference architectures

Figure 4.2.4-1 depicts the 5G System roaming architecture with local breakout with service-based interfaces within the Control Plane.
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Figure 4.2.4-1 Roaming 5G System architecture- local breakout scenario in service-based interface representation
NOTE 1:
In the LBO architecture. The PCF in the VPLMN may interact with the AF in order to generate PCC Rules for services delivered via the VPLMN. The PCF in the VPLMN uses locally configured policies according to the roaming agreement with the HPLMN operator as input for PCC Rule generation. The PCF in VPLMN has no access to subscriber policy information from the HPLMN.
Figure 4.2.4-3 depicts the 5G System roaming architecture in case of home routed scenario with service-based interfaces within the Control Plane.
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Figure 4.2.4-3 Roaming 5G System architecture - home routed scenario in service-based interface representation

Figure 4.2.4-4 depicts 5G System roaming architecture in case of local break out scenario using the reference point representation.
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Figure 4.2.4-4: Roaming 5G System architecture - local breakout scenario in reference point representation

NOTE 2:
The NRF is not depicted in reference point architecture figures. Refer to Figure 4.2.4-7 for details on NRF and NF interfaces.

NOTE 3:
For the sake of clarity, SEPPs are not depicted in the roaming reference point architecture figures.
The following figure 4.2.4-6 depicts the 5G System roaming architecture in case of home routed scenario using the reference point representation.
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Figure 4.2.4-6: Roaming 5G System architecture-Home routed scenario in reference point representation
For the roaming scenarios described above each PLMN implements proxy functionality to secure interconnection and hide topology on the inter-PLMN interfaces.
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Figure 4.2.4-7: NRF Roaming architecture in reference point representation

NOTE 4:
For the sake of clarity, SEPPs are not depicted in figure 4.2.4-7.
***** End of Change *****
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