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1. Overall Description:

SA2 thanks CT1 for their LS on service request procedure. SA2 wishes to provide the following feedback:
-
CT1 Question#1: Why the UE includes PDU session ID(s) in the service request when the UE answers to paging request, but the UE includes an indication in the service request but not PDU session ID(s) when the UE answers to NAS Notification message? 

 -
[SA2 answer] the List of Allowed PDU Sessions should be included in both cases above as specified in TS 23.502 v15.0.0 clause 4.2.3.3.
-
CT1 Question #2: for downlink signalling pending over non-3GPP access due to the UE is in CM-IDLE in non-3GPP access, whether the same handling as downlink user data pending as specified in TS 23.501 subclause 5.6.8 can be applied?
-
[SA2 answer] SA2 needs more considerations on this issue.

SA2 also inform CT1 that SA2 has agreed that AMF sends the NAS Notification message to UE containing the access associated to the PDU Session instead of the PDU Session ID.
2. Actions:

To CT1 WG:
ACTION:
SA2 kindly asks CT1 to take the above information into account for their further work.
3. Date of Next SA2 Meetings:

3GPP SA2#126
26 Feb – 2 Mar 2018
Montreal, Canada
3GPP SA2#127
16 Apr – 20 Apr 2018
Sanya, China
