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**** Start of 1st Change ****

6.3.7 
PCF Selection
6.3.7.0
General principles

Clause 6.3.7. 0 describes the underlying principles for PCF selection and discovery:

-
There may be multiple and separately addressable PCFs in a PLMN.

-
The PCF must be able to correlate the AF service session established over N5 or Rx with the associated PDU Session (Session binding) handled over N7.

-
It shall be possible to deploy a network so that the PCF may serve only specific DN(s). For example, Policy Control may be enabled on a per DNN basis.

-
Unique identification of a PDU Session in the PCF shall be possible based on the (UE ID, DNN)-tuple, the (UE IP Address(es), DNN)-tuple and the (UE ID, UE IP Address(es), DNN).
6.3.7.1
PCF selection for a UE or a PDU Session
The AMF selects the PCF for a UE, the SMF selects the PCF for a PDU Session. In roaming case, the AMF may select the V-PCF and the H-PCF for a UE. The selected PCF may be the same or may be a different one, following one of the alternatives below:

-
The AMF utilizes the NRF to discover the PCF instance(s) for a UE unless PCF information is available by other means, e.g. locally configured on AMF based on operator policies. In roaming case, based on operator policies, the AMF may send the H-PCF selected by the AMF to the V-PCF during the policy association establishment.
-
The SMF utilizes the NRF to discover the PCF instance(s) for a PDU Session unless PCF information is available by other means, e.g. locally configured on SMF or received during the PDU session establishment procedure from the AMF. The following factors may be considered during the PCF selection by the SMF:

a)
Local operator policies.

b)
Selected Data Network Name (DNN).

c)
PCF(s) selected by the AMF. This is to select the same PCF(s) for the AMF and the SMF. 
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