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2.
How UDR informs UDM.
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How UDM informs related NFs.
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For category #3: the original message used for notifying NF is Nudm_SDM_UpdateNotification Notify, which does not exist in current specification. The message is considered to be Nudm_SDM_Notification Notify message. 

Proposal 4: it is proposed to substitute Nudm_SDM_UpdateNotification Notify to Nudm_SDM_Notification Notify message for notifying NFs the change of UE subscribed data.
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Figure 4.15.6.2-1: Nnef_ParameterProvision_update request/response operations

1.
AF provides one or more parameter(s) to be updated in Nnef_ParameterProvision_Update Request to the NEF.


The PUI identifies the UE and the Transaction Reference ID identifies the transaction request between NEF and AF.

2.
The prevision request will be authenticated by UDM, and if the AF is authorised by the NEF to provision the parameters, the NEF requests to update and store the provisioned parameters as part of the subscriber data via Nudr_UDM_Update Request message, the message includes the provisioned data and NEF reference ID. 

If the requester is not authorised to provision data, then the NEF continues in step 4 indicating the reason to failure in Nnef_ParameterProvision_Update Response message.

3.
If the requester is authorised, then UDR resolves the PUI to SUPI, and stores the provisioned data as part of the subscription data and responds with Nudr_UDM_Update Response message.


If the SUPI cannot be derived from the PUI, then the Nudr_UDM_Update Response message indicates the reason in the cause value

4.
NEF responds the request with Nnef_ParameterProvision_update Response. If the procedure failed, the cause value indicates the reason.
5.
UDR notifies UDM the update of UE context via Nudr_UDM_Notify message.
6.
UDM notifies the related Network Function (e.g., AMF, SMF) of the updated subscriber data via Nudm_SDM_Notification Notify message.
* * * * End of the Changes * * * *
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