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Abstract of the contribution: This contribution proposes to add a KI on whether and how support ES.
1. Introduction
In 3GPP system the Emergency Services are carefully specified in order to have a common background in all country in order to enable the ES for roamers and to avoid as much as possible a fragmentation. However on top of this common framework National specific addition are possible. The situation is opposite for services provided via wireline, where ES are regulated at national level and there is no technical specification in BBF addressing specifically ES. Hence it is proposed a new Key Issue on ES with the scope of study:

· Whether Emergency Services as defined by 3GPP is applicable and supported to the RG connected via Wireline Access
· Whether there are additional requirements specific for wireline access.

· Whether and how ES as defined for 3GPP UE is applicable to FWA scenario, i.e. RG connected via NG RAN
2
Proposal
It proposed to adopt the following proposals and the related changes to TR 23.716.

BEGIN 1st CHANGES

5.2.x
Key Issue #x: Emergency Service support
This key issue will study whether changes to Emergency Service procedures defined by 3GPP are required to support the defined scenarios.
Two scenarios are considered in this key issue:

1)
CPE/Residential Gateway (RG) supporting or not supporting N1 interface connect via wireline access or NG RAN to the 5GS supporting N1 interface;

2)
3GPP UE connect to the 5GS via a CPE/RG.

Editor's note:
The scenario of devices connected to 5G which are not 3GPP UE (e.g. laptop, PC table not supporting N1 interface) is FFS.






END of CHANGE
