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* * * First Change * * * *

4.2.7
Reference points

The 5G System Architecture contains the following reference points:

N1:
Reference point between the UE and the AMF.

N2:
Reference point between the (R)AN and the AMF.

N3:
Reference point between the (R)AN and the UPF.

N4:
Reference point between the SMF and the UPF.

N6:
Reference point between the UPF and a Data Network.

NOTE 1:
The traffic forwarding details of N6 between a UPF acting as an uplink classifier and a local data network will not be specified in this release.

N9:
Reference point between two UPFs.

The following reference points show the interactions that exist between the NF services in the NFs. These reference points are realized by corresponding NF service-based interfaces and by specifying the identified consumer and producer NF service as well as their interaction in order to realize a particular system procedure.

N5:
Reference point between the PCF and an AF.

N7:
Reference point between the SMF and the PCF.

N24:
Reference point between the PCF in the visited network and the PCF in the home network.

N8:
Reference point between the UDM and the AMF.
N10:
Reference point between the UDM and the SMF.

N11:
Reference point between the AMF and the SMF.

N12:
Reference point between AMF and AUSF.

N13:
Reference point between the UDM and Authentication Server function the AUSF.

N14:
Reference point between two AMFs.

N15:
Reference point between the PCF and the AMF in case of non-roaming scenario, PCF in the visited network and AMF in case of roaming scenario.

N16:
Reference point between two SMFs, (in roaming case between SMF in the visited network and the SMF in the home network).

N17:
Reference point between AMF and 5G-EIR.

N18:
Reference point between any NF and UDSF.

N22:
Reference point between AMF and NSSF.

N27:
Reference point between NRF in the visited network and the NRF in the home network.

N31:
Reference point between the NSSF in the visited network and the NSSF in the home network.

NOTE 2: in some cases, a couple of NFs may need to be associated with each other to serve a UE.
In addition to the reference points above, there are interfaces/reference point(s) between SMF and the charging system (CDF and OCS). The reference point(s) are not depicted in the architecture illustrations in this specification.

NOTE 3:
The functionality of these interface/reference points are defined in TS 32.240 [41].
N32:
Reference point between SEPP in the visited network and the SEPP in the home network.
NOTE 4:
The functionality of N32 reference point is defined in TS 33.501 [29].
T8:
Reference point used between the NEF and the AS/AF.
* * * Second Change * * * *

5.20
External Exposure of Network Capability

The Network Exposure Function (NEF) supports external exposure of capabilities of network functions. External exposure can be categorized as Monitoring capability, Provisioning capability, and Policy/Charging capability. The Monitoring capability is for monitoring of specific event for UE in 5G System and making such monitoring events information available for external exposure via the NEF. The Provisioning capability is for allowing external party to provision of information which can be used for the UE in 5G System. The Policy/Charging capability is for handling QoS and charging policy for the UE based on the request from external party.

Monitoring capability is comprised of means that allow the identification of the 5G network function suitable for configuring the specific monitoring events, detect the monitoring event, and report the monitoring event to the authorised external party. Monitoring capability can be used for exposing UE's mobility management context such as UE location, reachability, roaming status, and loss of connectivity.
Provisioning capability allows an external party to provision the foreseen UE behavioural information to 5G NF via the NEF. The provisioning comprises of; the authorisation of the provisioning external third party, receiving the provisioned external information via the NEF, storing the information as part of the subscription data, and distributing that information among those NFs that use it. The externally provisioned data can be consumed by different NF, depending on the data. The externally provisioned information is defined as the Expected UE Behaviour in TS 23.502 [3] clause 4.15.6.3, and it consists of information on expected UE movement and expected UE communication intervals. The provisioned Expected UE Behaviour parameter may be used for the setting of mobility management or session management parameters of the UE. The affected NFs are informed of the subscriber data update.
Policy/Charging capability is comprised of means that allow the request for session and charging policy, enforce QoS policy, and apply accounting functionality. It can be used for specific QoS/priority handling for the session of the UE, and for setting applicable charging party or charging rate.

The NEF also provides access to network capabilities through homogenous network application programming interfaces (e.g. Network APIs) defined over T8 interface. The NEF abstracts the services from the underlying 3GPP network interfaces and protocols.

* * * End of Changes * * * *
