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	Reason for change:
	1) "Subscription Concealed Identifier" is used in the specification but not defined.

2) Clause 5.9.2 confuses identifiers and form thereof. Namely, any identity can take the form of a NAI (if so specified by stage 3), including the IMSI, and NAI does not define a structure. Therefore, the second bullet in clause 5.9.2 is incorrect and not implementable.

	
	

	Summary of change:
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**** Start of changes ****
5.9.2
Subscription Permanent Identifier 
A globally unique 5G Subscription Permanent Identifier (SUPI) shall be allocated to each subscriber in the 5G System and provisioned in the UDM/UDR. The SUPI is used only inside 3GPP system, and its privacy is specified in TS 33.501 [29].
The following have been identified as valid SUPI types for this Release:

-
IMSI as defined in TS 23.003 [19].



NOTE: It is possible to define other types of SUPI in future Releases.
A SUPI of any type can take the form of a NAI with any FQDN used as realm (i.e. using the user@realm format) as defined in TS 23.003 [19], e.g. when used over  non-3GPP Access networks and private networks.

In order to enable roaming scenarios, the SUPI shall contain the address of the home network (e.g. the MCC and MNC in the case of an IMSI based SUPI).

For interworking with the EPC, the SUPI allocated to the 3GPP UE shall always be based on an IMSI to enable the UE to present an IMSI to the EPC.

**** End of changes ****
