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	Reason for change:
	[1] SMSF registration with UDM per Access Type
According to clause 4.13.3.1 ‘Registration procedures for SMS over NAS’, the SMSF provides the Access Type it serves for the UE to the UDM when it registers with the UDM.
7a-7b.
If the UE context already exists in the SMSF, the SMSF shall replace the old AMF address with the new AMF address. Otherwise, the SMSF registers with the UDM using Nudm_UECM_Registration with Access Type, SMSF retrieves SMS related subscription data using Nudm_SDM_Get and subscribes to be notified when the SMS related subscription data is modified.


SMSF also creates an UE context to store the SMS subscription information and the AMF address that is serving this UE.

However, this is missing in clause 5.2.3.2.1 ‘Nudm_UECM_Registration service operation’.
[2] SMSF deregistration with UDM per Access Type
Not only AMF but also SMSF performs deregistration with UDM per Access Type which means the SMSF has to provide the Access Type accordingly it does not serve for the UE anymore.
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- Clarifies that if NF Type is SMSF, Access Type is required as input for Nudm_UECM_Deregistration service operation in clause 4.13.3.2 and 5.2.3.2.3
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	Other comments:
	


**** Start of 1st Change ****
5.2.3.2.1
Nudm_UECM_Registration service operation
Service operation name: Nudm_UECM_Registration
Description: Register UE's serving NF (if NF Type is AMF, SMSF) or Session's serving NF (if NF Type is SMF) on the UDM. This operation implies the following:

-
The authorization to provide subscription data for the corresponding NF consumer and the UE/Session context (identified by input parameters). If this is successful the consumer is set as a serving NF for the corresponding UE/Session context.

-
When the consumer is AMF, it is implicitly subscribed to be notified when it is deregistered in UDM. This notification is done by means of Nudm_UECM_DeregistrationNotification operation.

Inputs, Required: NF ID, SUPI, PEI, NF Type, Access Type (if NF Type is AMF, SMSF),  PDU Session ID (if NF Type is SMF). If NF Type is SMF: DNN or Indication of Emergency Services.
Inputs, Optional: None.
Outputs, Required: Result indication.
Outputs, Optional: None.

See step 14 of clause 4.2.2.2.2 for an example usage of this service operation.

**** Start of Next Change ****
4.13.3.2
Deregistration procedures for SMS over NAS

If UE indicates to AMF that it no longer wants to send and receive SMS over NAS (e.g., not including "SMS supported" indication in subsequent Registration Request message) or AMF considers that UE is deregistered or AMF receives Deregistration Notification from UDM indicating UE Initial Registration, Subscription Withdrawn or 5GS to EPS Mobility as specified in clause 5.2.3.2.2, AMF invokes Nsmsf_SMSService_Deactivate service operation to trigger the release of UE Context for SMS on SMSF based on local configurations. The SMSF shall invoke Nudm_UECM_Deregistration (SUPI, NF ID, Access Type) service operation from UDM to trigger UDM to delete SMSF address of the UE. The SMSF also removes the UE Context for SMS, including AMF address.
**** Start of Next Change ****
5.2.3.2.3
Nudm_UECM_Deregistration service operation
Service operation name: Nudm_UECM_Deregistration
Description: The NF consumer requests the UDM to delete the information related to the NF in the UE context. This implies that subscriptions to notification are as well removed.
Inputs, Required: SUPI, NF type, Access Type, DNN (if NF Type is SMF), PDU Session Id (if NF Type is SMF).

-
Access Type is included only when the NF type indicates AMF or SMSF
Inputs, Optional: None

Outputs, Required: Result Indication.
Outputs, Optional: None

**** End of Changes ****
