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Discussion

Here we propose to consider the solution for UE registration using trusted non-3GPP access to follow the solution discussed in clause 6.8.7 in TR 23.799.
2. Proposal

It is proposed to include the following changes to TR 23.716.
* * * Start of changes * * * *
6.X
Solution #X – Solution for UE Registration via Trusted non-3GPP access

6.X.1 Architecture Description 

In TS 23.501, 5GS supports untrusted non-3GPP architecture, in which N3IWF is introduced to interconnect UE and the AMF in the 5GC via Untrusted Non-3GPP access, i.e. N1 connection. Similarly, N3IWF can be applicable for interconnecting UE and the AMF via Trusted Non-3GPP access with optional addition of the AAA Proxy at Trusted Non-3GPP access to transfer AAA signalling and interface with N3IWF, as shown in Figure 1.

The N3IWF acts as an interworking function exposing the same set of interfaces (N2, N3) to the 5GC on behalf of the Trusted Non-3GPP UE. The reference architecture in figure 6.x.1-1 only shows the architecture and the network functions directly connected to non-3GPP access and other parts of the architecture are the same as defined in clause 4.2 in TS 23.501. 
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Figure 6.x.1-1: Architecture to enable trusted non-3GPP access to NGC
6.X.2 Registration via trusted non-3GPP access

Editor’s Note: This clause is intended to for registration procedure for trusted non-3GPP access.
The N3IWF enables UEs to register with the 5GC via both trusted and untrusted non-3GPP accesses. The registration procedure for the UE connecting to the 5GC via the trusted non-3GPP access follows the solution described in clause 6.8.7.2.4 in TR 23.799.
* * * End of changes * * * *
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