
SA WG2 Meeting #126
S2-182971 
Feb. 26 – Mar. 2, 2018, Montreal, Canada
(revision of S2-182847)
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	23.501
	CR
	 0022
	rev
	3
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Clarification in LADN clause 5.6.5 - TS 23.501

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell, Ericsson

	Source to TSG:
	SA2

	
	

	Work item code:
	5GS_ph1
	
	Date:
	2018-1-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

     Rel-15
(Release 15)

     Rel-16    (Release 16)

	
	

	Reason for change:
	Current specification of LADN is ambiguous or silent on may important aspects of LADN like 

- whether and how UE, AMF and SMF know that a DNN corresponds to a LADN


	
	

	Summary of change:
	Principles of the changes
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* * * First Change * * * *

5.6.5
Support for Local Area Data Network

The access to a DN via a PDU Session for a LADN is only available in a specific LADN service area. A LADN service area is a set of Tracking Areas. LADN(s) is a service  provided by the serving PLMN of the UE; 
NOTE 1:
Use of LADN DNN(s) does not require explicit subscription to the corresponding DNN
In this release, LADN(s) apply only to 3GPP accessesand do not apply in Home Routed case.
Whether a DNN corresponds to a LADN service is an attribute of a DNN.
The UE is configured to know whether a DNN is a LADN DNN. 

NOTE 2 : The procedure for configuring the UE to know whether a DNN is a LADN DNN is not defined in this release of the specifications.
LADN Information (i.e. LADN service area information and LADN DNN) is configured in the AMF on a per DN basis, i.e. for different UEs accessing the same LADN, the configured LADN service area is the same regardless of other factors (e.g. UE's Registration Area or UE subscription). 
NOTE 3: 
If a LADN is not available in any TA of an AMF’s service area, the AMF is not required to be configured with any LADN information for that DNN
The SMF subscribes to AMF about "UE location change notification" corresponding to a LADN DNN. The AMF tracks UE's location and notifies the SMF about the relationship between UE location and a LADN service area (i.e. IN, OUT, UNKNOWN).
LADN information is provided by AMF to the UE during the registration procedure or UE Configuration Update procedure. For each LADN DNN configured in the AMF, the corresponding LADN service area information includes a set of Tracking Areas that belong to the current Registration Area of the UE (i.e. the intersection of the LADN service area and the current Registration Area). The AMF does not create Registration Area based on the availability of LADNs.

NOTE 4:
It is thus possible that the LADN service area information sent by the AMF to the UE contains only a sub-set of the full LADN service area as the LADN service area can contain TA(s) outside of the registration area of the UE or outside of the area served by the AMF.
When the UE performs a successful (Re)registration procedure, the AMF may provide to the UE, based on local configuration (e.g. via OAM) about LADN, on UE location, and on UE subscription information received from the UDM about subscribed DNN(s), the LADN Information for the LADNs available to the UE in that Registration Area in the Registration Accept message. During the subsequent Registration Update procedure, if the network does not provide LADN information for a DNN, the UE deletes any LADN information for such DNN. 
When the LADN Information for the UE in the 5GC is changed, the AMF shall update LADN Information to the UE through UE Configuration Update/Registration procedure as described in clause 4.2.4/4.2.2.2.2 in TS 23.502 [3].

Based on the LADN Information in the UE, the UE takes actions as follows:
a)
When the UE is out of a LADN service area, the UE:

-
shall not request to activate UP connection of a PDU Session for this LADN DNN;

-
shall not establish/modify a PDU Session for this LADN DNN;
-
need not release any existing PDU Session for this LADN DNN unless UE receives explicit PDU Session release request from network.

b)
When the UE is in a LADN service area, the UE:

-
may request a PDU Session establishment/modification for this LADN DNN;

-
may request to activate UP connection of the existing PDU Session for this LADN DNN.

The SMF supporting a DNN is configured with information about whether this DNN is a LADN DNN or not; The SMF subscribes to "UE location change notification" as described in clause 5.6.11. In the network deployment where a UE may leave or enter an LADN service area without any notification to the 5GC in CM-CONNECTED state, the AMF needs to initiate the Location reporting as described in clause 5.6.11 to track the correct location of the UE related to the LADN service area in CM-CONNECTED state. .
Based on the notification about the UE presence in LADN service area notified by AMF (i.e. IN, OUT, UNKNOWN), the SMF takes actions as follows based on operator's policy:

a)
When SMF is informed that the UE presence in a LADN service area is OUT, the SMF shall:

-
release the PDU Session immediately; or

-
deactivate the user plane connection for the PDU Session with maintaining the PDU Session and ensure the Downlink Data Notification is disabled The SMF may release the PDU Session later.
b)
When SMF is informed that the UE presence  in a LADN service area is IN, the SMF shall:

-
ensure that Downlink Data Notification is enabled .

-
trigger the Network triggered Service Request procedure for a LADN PDU Session to active the UP connection when the SMF receives downlink data or Data Notification from UPF.

c)
When the SMF is informed that the UE presence in a LADN service area is UNKNOWN, the SMF may:

-
ensure that Downlink Data Notification is enabled.

-
trigger the Network triggered Service Request procedure for a LADN PDU Session to active the UP connection when the SMF receives downlink data or Data Notification from UPF.

.

* * * End of Changes * * * *
