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	Reason for change:
	This is a resubmission as is of approved draft CR in S2-181256.

When the pCR (S2-179051) describing mobility between GERAN/UTRAN and 5GS was agreed in SA2#124, the use of identifiers in the Attach and Registration procedures remained unclear, as captured in the Chairman’s report: “Identifiers used in the Attach procedure needs to be further clarified”.

	
	

	Summary of change:
	Clarifies that upon mobility to the 5G System the UE may use a 5G-GUTI in the Registration procedure if it has a valid 5G-GUTI.
NOTE: the use of identifiers for mobility from the 5G System is clarified in TS 23.060. 

	
	

	Consequences if not approved:
	Unclear and incomplete specification text regarding use of identifiers for mobility between GERAN/UTRAN and 5GS.
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######################### START CHANGES ###########################
5.17.2.4
Mobility between 5GS and GERAN/UTRAN
IP address preservation upon mobility between 5GS and GERAN/UTRAN is not supported.
Upon mobility from 5GS to GERAN/UTRAN (e.g. upon leaving NG-RAN coverage) the UE shall perform the A/Gb mode GPRS Attach procedure or Iu mode GPRS Attach procedure (see TS 23.060 [56]).
Upon mobility from GERAN/UTRAN to 5GS (e.g. upon selecting an NG-RAN cell) the UE shall perform the Registration procedure of "initial registration" type as described in TS 23.502 [3]. The UE shall indicate a 5G-GUTI as UE identity in the Registration procedure if it has a stored valid native 5G-GUTI (e.g. from an earlier registration in the 5G System). Otherwise the UE shall indicate a SUCI.
######################### END CHANGES ###########################
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