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Abstract of the contribution: This contribution analyse the prioritisation of bearers during different mobility procedure and proposes to indicate the ARP of EPS bearer to the UE for KI4.  
1Discussion
KI4 for prioritisation of bearers during mobility procedure was raised in last meeting.

	KI 4
	Prioritisation of bearers to be retained during mobility procedures
	In cases, where the target node can’t support all bearers, the source node shall decide which ones to retain. Is there a need to standardise, how such decision is to be made
	Standardization of how prioritization is done is not needed, but there should be text to say that there are QoS parameters that should be taken into account. In particular at least ARP should be taken into account.


For A UE which has setup 15 EPS bearer in the source NW supporting 15 bearer moves to a target NW not supporting 15 bearers, the possible mobility scenario are as follows
· If S1 HO or inter system HO, the source MME need to select EPS bearer to be switched, at most 11 EPS bearer can be selected according to the priority. 

· If X2 HO, the source eNB need to prepare the source to target container, the source to target container include the DRB context and RRC configuration for the EPS bearer, with regard the number of LCID is only 8, at most 8 EPS bearers’ related DRB info can be selected and switched according to the priority. 

· When the UE moves to target NW in idle mode, if the UE triggers RAU request to SGSN with activation request for PDP context, it need to indicate the NSAPI of the requested PDP context. Since at most 11 PDP contexts can be activated, the UE also need to select at most 11 EPS bearers according to the priority and maps the selected EPS bearers to PDP contexts.
Observation: except for the MME, both the eNB and the UE also need the priority info to do the bearer down selection when the target NW not supporting 15 bearers.
In last meeting, the assumption for KI4 is: In particular at least ARP should be taken into account. However, ARP for EPS bearer is available at both MME and eNB but is not available at the UE.

Proposal: It is proposed to provide the ARP of EPS bearer to the UE to support the interworking procedure from the EPS bearer in the source NW supporting 15 bearer moves to a target NW not supporting 15 bearers.
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