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Abstract of the contribution: This contribution proposes updates on the solution 2 to add a procedure for Multi-Access PDU session modification.
1
Introduction
In this contribution, we propose adding a procedure for Multi-Access PDU session modification into the solution 2 to consider the signalling procedure for modifying a MA-PDU session on Key Issue #5. 
2
Proposal
It is proposed to add the following texts into TR 23.793.

* * * Start of changes* * * *
6.2.x
Modification of Multi-Access PDU session
The procedure is used when the UE or the network requests access traffic Steering or Switching or Splitting between 3GPP and non-3GPP accesses. 

The UE or network requested MA-PDU Session Modification procedure is depicted in figure 6.2.x-1.
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Figure 6.2.x-1: UE or network requested MA-PDU Session Modification
1.
The procedure may be triggered by following events:

1a.
(UE initiated modification) The UE initiates the PDU Session Modification procedure by the transmission of an NAS message (N1 SM container (PDU Session Modification Request (ATSSS preference)), PDU Session ID) message. The AMF invokes Nsmf_PDUSession_UpdateSMContex (PDU Session ID, N1 SM container (PDU Session Modification Request (ATSSS preference))). The ATSSS preference is provided from the UE to the network based on the ATSSS policy as defined in clause 6.4.2.
1b.
(SMF requested modification) The PCF performs a Session Management Policy Modification procedure as defined in TS 23.502 clause 4.16.5 to notify SMF about the modification of ATSSS policies. 

1c.
(SMF requested modification) The UDM updates the subscription data of SMF regarding ATSSS by Nudm_SubscriberData_UpdateNotification (SUPI, Subscription Data). The SMF updates the Subscription Data and acknowledges the UDM by returning an Ack with (SUPI).

2.
The SMF may need to report some subscribed event to the PCF by performing a Session Management Policy Modification procedure as defined in clause 4.16.5. 
3a.
For UE initiated modification, the SMF responds to the AMF through Nsmf_PDUSession_UpdateSMContext (N2 SM information (PDU Session ID), N1 SM container (PDU Session Modification Command (PDU Session ID, ATSSS rule(s)))). 
3b. For SMF requested modification, the SMF invokes Namf_Communication_N1N2MessageTransfer (N2 SM information (PDU Session ID), N1 SM container (PDU Session Modification Command (PDU Session ID, ATSSS rule(s)))).

4.
Steps 4 – 10 specified in TS 23.502 [6] clause 4.3.3.2 are executed. The PDU Session Modification Command (PDU Session ID, ATSSS rule(s)) from the SMF is delivered to the UE via the (R)AN.
5.
The SMF may update N4 session of the UPF(s) that are involved by the PDU Session Modification by sending N4 Session Modification Request (N4 Session ID, ATSSS rule(s)) message to the UPF. 

6.
If the SMF interacted with the PCF in step 1b or 2, the SMF notifies the PCF whether the PCC decision could be enforced or not by performing a Session Management Policy Modification procedure as defined in clause 4.16.5.

* * * End of Changes * * * 
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