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	Reason for change:
	Based on S2-184623 and S2-184566 agreed on SA2#127:

- the policy data stored in the UDR include policy control subscription data (defined in 6.2.1.3), binding information data (6.1.1.2.2) and Background Data Transfer data (defined in 6.1.2.6)
- the application data stored in the UDR include Packet Flow Descriptions (PFDs) (defined in 6.1.2.3) and AF request information for multiple UEs (defined in 6.1.2.6)

Clause 6.1.2.6 was originally introduced to specify all the application specific information management, which include Background Data Transfer data, AF request information for multiple UEs and sponsor connectivity profile. However, based on the agreed data model (by S2-184623 and S2-184566), Background Data Transfer data is stored as the policy data and AF request information for multiple UEs is stored as the application data.
To reduce confusion, clarifications are needed.

	
	

	Summary of change:
	Add some descriptions on sponsor connectivity profile
Clarified:

· Background Data Transfer data is stored as the policy data 

· Sponsored data connectivity profile is stored as the policy data
· AF request information for multiple UEs is stored as the application data.
Updated the description for interactions between PCF and UDR
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First Change

6.2.1.6
Application specific policy information management
The application specific information used for policy control includes:

-
Negotiation of background data transfer information stored in the UDR as Data Set “Policy Data” and Data Subset “Background Data Transfer data”: It contains an ASP identifier,  
A transfer policy together with a reference ID, the volume of data to be transferred per UE, the expected amount of UEs and the network area information;


-

Sponsored data connectivity profile information stored in the UDR as Data Set “Policy Data” and Data Subset “Sponsored data connectivity profile data”: It contains a list of ASP identifiers and their applications per sponsor identity; 
· Application request information for multiple UEs (per group of UEs or all UEs) stored in the UDR as Data Set “Application Data” and Data Subset “AF request information for multiple UEs” .
The application specific policy information may be requested/updated by the PCF per AF request.

The management of application request information for multiple UEs is defined in Clause 6.3.7.2 of TS 23.501 [2], the management of policies for the negotiation of background data transfer is defined in Clause 6.1.2.4 of this specification, and the provision and usage of sponsored data connectivity profile is defined in Clause 6.2.1.1 of this specification.
Next Change
5.3.5
Interactions between PCF and UDR

The Nudr enables the PCF to access policy control related subscription information and application specific information stored in the UDR. The Nudr interface supports the following functions:

-
Request for policy control related subscription information and application specific information from the UDR.

-
Provisioning of policy control related subscription information and application specific information to the UDR.

-
Notifications from the UDR on changes in the policy control related subscription information.

The N25 reference point is defined for the interactions between PCF and UDR in the reference point representation.
End of Changes
