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Abstract of the contribution: This contribution proposes updates to solution 3 (the second solution 3) on handover support.
Introduction
Solution #3 so far covers 5G-RG connected via wireline access only. However, the additional scenarios should also be covered, including 5G-RG connecting via NG-RAN as well as wireline access, and 3GPP UE connected behind RG.  
Proposal

It is proposed to update TR 23.716 as follows

***** First Change *****

6.3
Solution #3 - Handover support for KI #5

For the scenario of 5G-RG connected only via W-5GAN the handover procedures defined in TS 23.502 [3] clause 4.9 are not applicable, since the 5G-RG is stationary and connected only via a wired network.
For the scenario of 5G-RG (as a 3GPP UE) connected to NG-RAN support the handover procedures in 3GPP access as defined in TS 23.502, clause 4.9.1.
For the scenario of 5G-RG with capability to connect both via NG-RAN and W-5GAN, the handover procedures between 3GPP access and Non-3GPP access defined in TS 23.502 [3] clause 4.9.2 apply with the following differences:

- 
The Untrusted non-3GPP access and N3IWF is replaced by W-5GAN
-
When 5G-RG moves a PDU Session to W-5GAN, the Registration procedure and PDU Session Establishment procedure as defined for W-5GAN is applied (solution alternatives available e.g. in clauses 6.2 and 6.3)

For the scenario of 3GPP UE connected via 5G-RG and NG-RAN, the handover procedures between 3GPP access and Non-3GPP access defined in TS 23.502 [3] clause 4.9.2 apply with the following differences:

- 
The Untrusted non-3GPP access and N3IWF is replaced by W-5GAN and 5G-RG

-
When the UE moves a PDU Session to 5G-RG / W-5GAN, the Registration procedure and PDU Session Establishment procedure as defined for 3GPP UE connecting via 5G-RG is applied 
Editor’s note: The Registration and PDU Session Establishment procedures for 3GPP UE connected via 5G-RG is FFS and discussed as part of other solutions.

***** End of Changes *****
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