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[bookmark: OLE_LINK6]Abstract of the contribution: This contribution is an resubmission of S2-174595 which was finally noted in the email approval for obscure reasons. Text is resubmitted as is, in the hope that it can be improved in the light of the clarification by the noting parties.
1	Introduction 
For an extensive discussion of the reasons of the definition and the architectural assumptions, please see S2-184595 and the report of the discussions during SA2#127.
2.	Proposal 
Based on the observations above, it is proposed to capture in the TR the following:
-	A definition for mutually exclusive access to network slices
-	Architectural assumptions for our work on mutually exclusive access to network slices
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2"
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3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1], TS 23.501 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Definition format (Normal)
<defined term>: <definition>.
example: text used to clarify abstract rules by applying them literally.
Mutually Exclusive Access to Network Slices: Two network slices are considered to be mutually exclusive for a UE if, when their respective S-NSSAIs are both present in the UE's subscription, the UE is prevented from accessing both S-NSSAIs simultaneously.
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Editor's Note: This clause will list general architectural assumptions and principles for this study.
-	It is assumed that the support of mutually exclusive access to network slices uses Rel-15 network slicing feature as the baseline.
-	It is assumed that the support of mutually exclusive access to network slices in a UE does not prevent operation in a Rel-15 5GC, i.e. a UE, supporting mutually exclusive access to network slices, shall be able to roam in a Rel-15 5GC network without impacting that network.
-	It is assumed that the support of mutually exclusive access to network slices in a PLMN does not impact Rel-15 5G UEs that do not need to access mutually exclusive network slices.
-	It is assumed that PLMNs are going to deploy their network slices in their networks so that all the services available to the users can be used simultaneously (i.e. there will be at least a set of network slice instances in the home network that can offer all the S-NSSAIs that the UE can request simultaneously in its home network), with the exception of simultaneous access to network slices that are mutually exclusive.
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