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Abstract of the contribution: This contribution updates the impact on MME and UE for 6.2 Solution #2: Indirect SRVCC procedure.  
1 Text proposal

* * * * Start of Changes * * * * 

6.2
Solution #2: Indirect SRVCC procedure

6.2.5 Impact on existing nodes and functionality
NG-RAN:

-
supports the UTRAN cell measurement procedure.

-
Indicate SRVCC HO Indication in HO Required message if the SRVCC from 5G to 3G is initiated.

AMF:

-
Selects the Intermediate MME according to the Target ID and SRVCC HO Indication.

-
Indicate SRVCC HO Indication in Forward Relocation Request message.

Intermediate MME:

-
Forward signalling between AMF and MSC Server/SGSN. 
-  Convert N26 based Forward Relocation Request to Sv based SRVCC PS to CS Request, as follows:
-  Allocate Sv based MME Address and MME TEID for Control Plane;
-  Forward the received IMSI, IMEI, Source to Target Transparent Container, Target RNC ID, Target Cell ID, APN;
-  Form the last used 5GS PLMN as the Anchor PLMN ID.

-  Convert the received mobile station classmark2, supported codecs into MM Context for E-UTRAN (v)SRVCC IE.
-  Derive the CS security keys from the received EPS security keys which are derived from the 5GS security key.
-  Convert Sv based SRVCC PS to CS Response to N26 based Forward Relocation Response.
-  Forward the S1AP cause mapped from the received RANAP cause and Target to Source Transparent Container to the AMF.
-  Convert N26 based Forward Relocation Complete to Sv based SRVCC PS to CS Complete Notification.

UE:

-
Support SRVCC from 5GS to UMTS in NAS and AS. 
-  Derive CS security keys from EPS security keys which are derived from 5GS security keys.
* * * * End of Changes * * * * 
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