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* * * 1st Changes * * *
4.3.1
Non-roaming architecture

Figure 4.3.1-1 represents the non-roaming architecture for interworking between 5GS and EPC/E-UTRAN.
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Figure 4.3.1-1: Non-roaming architecture for interworking between 5GS and EPC/E-UTRAN
NOTE 1:
N26 interface is an inter-CN interface between the MME and 5GS AMF in order to enable interworking between EPC and the NG core. Support of N26 interface in the network is optional for interworking. N26 supports subset of the functionalities (essential for interworking) that are supported over S10.
NOTE 2:
PCF + PCRF, PGW-C + SMF and UPF + PGW-U are dedicated for interworking between 5GS and EPC, which are optional and are based on UE MM Core Network Capability and UE subscription. UEs that are not subject to 5GS and EPC interworking may be served by entities not dedicated for interworking, i.e. either by PGW/PCRF or SMF/UPF/PCF.

NOTE 3:
There can be another UPF (not shown in the figure above) between the NG-RAN and the UPF + PGW-U, i.e. the UPF + PGW-U can support N9 towards an additional UPF, if needed.
NOTE 4: Figures and procedures in this specification that depict an SGW make no assumption whether the SGW is deployed as a monolithic SGW or as an SGW split into its control-plane and user-plane functionality as described in TS 23.214 [32].
* * * end of 1st Changes * * *
* * * 2nd Changes * * *
6.3.2
SMF selection function

The SMF selection function is supported by the AMF and is used to allocate an SMF that shall manage the PDU Session.

The SMF selection function in the AMF shall utilize the Network Repository Function to discover the SMF instance(s) unless SMF information is available by other means, e.g. locally configured on AMF. The NRF provides the IP address or the FQDN of SMF instance(s) or Endpoint Address(es) of SMF service instance(s) to the AMF.
NOTE:
Protocol aspects of the access to NRF are specified in TS 29.510 [58].
The SMF selection function in AMF is applicable to both 3GPP access and non-3GPP access.

The following factors may be considered during the SMF selection:

-
Selected Data Network Name (DNN).

-
S-NSSAI.

-
Subscription information from UDM, e.g.
-
per DNN: whether LBO roaming is allowed

-
per S-NSSAI: the subscribed DNN(s)

-
per (S-NSSAI, subscribed DNN): whether LBO roaming is allowed
-
per (S-NSSAI, subscribed DNN): whether EPC interworking is supported
-
Local operator policies.

-
Load conditions of the candidate SMFs.
-
Access technology being used by the UE
If there is an existing PDU Session and the UE requests to establish another PDU Session to the same DNN and S-NSSAI and the UE subscription data indicates the support for interworking with EPS for this DNN, the same SMF should be selected. Otherwise, if UE subscription data does not indicate the support for interworking with EPS for this DNN, different SMF may be selected. A different SMF may be selected, for example, to support a SMF load balancing or to support a graceful SMF shutdown (e.g., a SMF starts to no more take new PDU Sessions).In the home-routed roaming case, the SMF selection function selects an SMF in VPLMN as well as an SMF in HPLMN.
When the UE requests to establish a PDU Session to a DNN and an S-NSSAI, if the UE MM Core Network Capability indicates the UE supports EPC NAS and optionally, if the UE subscription indicates the support for interworking with EPS for this DNN and S-NSSAI, the AMF selects a combined SMF+PGW-C. Otherwise, a standalone SMF may be selected.
If the UDM provides a subscription context that allows for handling the PDU Session in the visited PLMN (i.e. using LBO) for this DNN and S-NSSAI and, optionally, the AMF is configured to know that the visited VPLMN has a suitable roaming agreement with the HPLMN of the UE, the SMF selection function selects an SMF from the visited PLMN. If an SMF in VPLMN cannot be derived for the DNN and S-NSSAI, or if the subscription does not allow for handling the PDU Session in visited PLMN using LBO, then both a SMF in VPLMN and SMF in HPLMN are selected, and the DNN and S-NSSAI is used to derive an SMF identifier from the HPLMN.

If the initially selected SMF in VPLMN (for roaming with LBO) detects it does not understand information in the UE request, it may reject the N11 message (related with a PDU Session Establishment Request message) with a proper N11 cause triggering the AMF to select both a new SMF in the VPLMN and a SMF in the HPLMN (for home routed roaming).
* * * end of 2nd Changes * * *
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